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1 HOWSE PROPERTY PROJECT UPDATE

As of March 31st, 2020, Tata Steel Minerals Canada (TSMC) has not start ed any work, including any construction

activities, on the Howse Property Project and WKH GHYHORSPHQW RI WKH +RZVH 3URS#Hdaw\ LV QR
mining plan. As per the Annual Report requirement of the Howse Property Iron Mine Project Decision Statement

issued in June 2018, the present report covers the pre-construct ion phase for the reporting period of April 1st,

2019 to March 31st, 2020

A Table of Concordance for Conditions is provided at the end of the text.
In Winter 2020, TSMC updated its Environmental Protection Pl an (EPP) document and submitted the final version

WR FRPPXQLWLHV IRU WKHLU IHHGEDFN 7KHPODRFXFFPH RWY FURMINVG SV pistwy UHY IRU

environmental components at site.

2 GENERAL CONDITIONS

Section 2 covers Conditions 2.1-2.13

As per condition 2.5.21, the Wetland Monitoring Plan was modi fied in Summer 2018, (see Section 4.2 for details )
and request for feedback was forwarded via email to members of all five Indigenous groups on September 14th,

2018 , with the invitation to submit comments. No feedback has been received as of June 2020.

No other updates were done on the follow-up programs and the re have been no changes to the project during the

reporting year.

Notice Regarding Laboratory Services

Between April 1st, 2019 and March 31st, 2020, TSMC secured the services of AGAT Laboratories Ltd (AGAT) to
conduct the analytical analyses of the biophysical samples related to co mpliance and operational monitoring
for the Howse Project. Unfortunately, the quality of the services p rovided were compromised due to internal
difficulties experience by AGAT. As aresult, AGAT did not provi de results for several samples collected by TSMC.
APPENDIX | is a letter provided by AGAT which explains the diff iculties. Missing samples are described in the
text below.

3 FISH AND FISH HABITAT

3.1 Erosion and sediment control

No activities were undertaken regarding erosion and sediment cont rol during the reporting year. Currently, there
is no deposition of deleterious substances in waters frequented by fish in relation to the Howse Property Project,
which is not started. Note that the Timmins 1 pit has been GHVLIQDWHG 4EHRDQULIQWKW E\ WKH GHSDUW

Fisheries and Oceans.
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3.2  Follow Up Program

3.2.1 Surface Water Quality

Surface water quality samples were taken between June 20 th and September 23 ™, 2019 for four quarters (taken
at least 1 month apart). These samples are collected as a part of the baseline monitoring of surface water quality
for the Water Chemistry Analysis Program in the creeks and lakes in ¢ onjunction with the effluent discharge when
the Howse project will go into the construction and subsequen tly into the mining phase. The locations sampled are
Triangle Lake (TL), Burnetta Creek (BC), Burnetta Lake (BL), Pinett e Lake (SW5) and 4 points along Goodream
Creek (SW1,2,3 and 4) that fall into the watershed and might be affe cted by Howse operations. Due to logistical
and service issues with AGAT Labs, the second quarterly surface water samples for the Howse project collected in
July and sent by air cargo was never received or analyzed. As such, onl y 3 quarters of surface water analytical

results are presented for Howse in 2019.

Sampling results for the baseline surface water monitoring are presented in Appendix I1.

3.2.2 Lake Water Levels

Appendix Ill presents a monitoring report of estimated daily water surface elevations based on hydrometric data
UHFRUGHG DW VLWHV 2711HOO\ 7ULDQJOH OPéneEn Ocdbe HoAB/MM Auquet 2419.U Q HW W
Annual lake level fluctuations are largest at Morley Lake, but are ge nerally under 1m.

3.3 Groundwater Levels

See Section 4.2 for Howse Wetland Monitoring.

3.4 Snow Sampling

Snow sampling is to be conducted to assess dustfall amounts during the winter months. 760&TV )ROORZ XS
program for air quality, which includes provisions for snow sampling , Is set to be implemented from the start of
construction to the end of decommissioning of the Designated Project.

4 MIGRATORY BIRDS

4.1  Bank Swallow
No Bank Swallows were observed in the designated Howse project area betw een April 1st, 2019 to March 31st,
2020.

4.2  Howse Wetland Monitoring

Results of measurement of water levels at wetlands are presented in Appen dix IV Groundwater levels.
The wetlands monitoring plan was adjusted due to field conditi ons. The field installation of the wells was more
complex that initially planned and so only 21 wells were in stalled across Howse wetlands, rather than the planned

30. As a result, the Wetlands Monitoring Plan was modified.
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5 HEALTH AND SOCIO-ECONOMIC CONDITIONS OF INDIGENOUS PEOPLES

5.1  Air Quality
760&TV )ROORZ XS SURJUDP IRU DL U implemented/froin thevstaitvof\dbRstiiétion to the end of

decommissioning of the Designated Project.

Certificates of analysis for air sampling programs for NO2, PM2.5 and TPM are provide d in Appendix V Air
Monitoring.

TSMC continues to limit the traffic from its site into the loca | community in order to minimize dust effects. In
2016, the Proponent implemented a policy which restricts 90% of its vehicles from travelling to Schefferville. Of
those 10% with special authorization to travel to Scheffervi lle, they do so to go to the airport or in the course of
the work of environmental technicians or for logistical purposes. More vehicles will travel, occasionally, during
shift changes (1 day every 2 weeks). Currently, there is a shuttl e service in place with a local Indigenous

company for travel to the airport on shift-change days.

5.2  Country Foods
Under the Country Food Follow Up Plan, the Proponent is committe d to duplicating the Country Foods sampling
program 2 years after the commencement of the Howse Operations phase and, su bsequently, every five years

for the duration of the operations phase.

6 CURRENT USE OF LANDS AND RESOURCES FOR TRADITIONAL PURPOSES

6.1  Follow Up Program

Bypass road upgrades have not commenced and are not required to commence u ntil the Construction Phase starts
on the Howse Project.

,Q 6HSWHPEHU 760&TV 0L QL QJpaisisburietwitiRrember of the NNK and NIMLJ communities,
including their chiefs, to understand their concerns regarding th e bypass road, and devise a collaborative plan for
the bypass road upgrade. The length of the road was inspected by the group.

Following this visit, Martin Simon produced a summary document of what was discussed in French and English,
with sketches, which was transferred to the attendees for their f eedback. Feedback has not been received and the
bypass road repairs did not take place during the reporting perio d.

6.2  Caribou
Due to financial complications, TSMC has not yet received data on Caribou locations for the reporting year.

7 PHYSICAL AND CULTURAL HERITAGE AND STRUCTURES, SITES OR THINGS OF

HISTORICAL, ARCHAEOLOGICAL, PALEONTOLOGICAL OR ARCHITECTURAL
SIGNIFICANCE

All conditions pertaining to Conditions 7.1-7.6 were respe cted during the reporting year.
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8 CUMULATIVE EFFECTS

As the Howse Project is not yet in the Construction Phase, this requ irement is not yet in place.

9 ACCIDENTS AND MALFUNCTIONS

9.1 Timmins 4 Sedimentation Pond 3

The Timmins 4 Sedimentation Pond 3 (SP3) is planned to serve as a co mponent of the water management plan
for the Howse Property Project. In Spring 2019, a red water incid ent occurred at this pond. The following section
provides an overview of the incident and Appendix V provide s additional details, including adverse environmental
effects, residual adverse environmental effects, mitigation measures, view s from Indigenous groups and relevant
authorities, and future actions.

Refer to the Figure below:

f Between May 12th and 17th, red water was observed pooling ( red circle ) against the berm of SP3,
for which TSMC has the mine operating permit from GNFL;

f The cause was uncontrolled runoff from T4 ditches and uncaptured ru noff from ditches upstream of
this area ( green circles ),

f Water accumulation wore down the berm and a breach occurred. Water en tered the pond, and so no
action was taken (i.e. not flowing into the natural environ ment);

f Red water exited through the culvert ( blue circle ), as per design, and found its way to the adjacent
wetland. However, the force of the outflow damaged the ditc h and effluent entered the wetland
instead of being directed to Goodream as per design;

f Coinciding with this, TSMC received notice that a complaint was raised through the National
Environment Emergency Center (NEEC). TSMC subsequently responded to GNFL on facts on the status
of the incident and measures being taken to mitigate effects;

f Once possible (after snow melt): 6 sediment fences were installed, an expert was brought to site to
assess status of SP3, and remaining water in the periphery of the po nd was redirected.
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On May 29th, 2019, a site visit indicated that the situation was completely stable.
Subsequently, TSMC completed a series of specific earthworks to aimed at restoring the function of the
sedimentation pond in order to eliminate the possibility of a re-occurrence in Spring 2020.

9.2 Communication Plan

No changes were made to the Communication Plan during the report ing year.

10 SCHEDULES AND RECORD KEEPING

Conditions 10.1-10.4 of the Howse Property Decision Statement indicate how the Proponent will submit to the
Agency schedules associated with the Howse Property Project after th e start of construction. Currently, this is not
applicable, as construction phase has not started.

TSMC has maintained all records required to demonstrate compliance with the conditions of the release of the
Howse Property Project.
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The Annual Report requirements under conditions 2.8 and 2.9 of the Howse Property Iron Mine Project Decision
Statement issued in June 2018 are presented below for the reporting period of April 1st, 20 19 to March 31st,
2020 . The item number in Table 1 below corresponds to the section n umber in the text above.
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Table 1. Table of Concordance for Conditions

2. General Conditions

2.1 The Proponent shall ensure that its actions in meeting the cond itions set out in this Decision Statement are f TSMC is committed to follow best
considered in a careful and precautionary manner, promote susta inable development, are informed by the best practices for all its activities.
information and knowledge available at the time the Proponen t takes action, including community and Indigenous
traditional knowledge, are based on methods and models tha t are recognized by standard-setting bodies, are
undertaken by qualified individuals, and have applied the best available economically and technically feasible
technologies.

2.2 The Proponent shall, where consultation is a requirement of a condition set out in this Decision Statement: f TSMC is committed to follow this
2.2.1 provide a written notice of the opportunity for th e party or parties being consulted to present their views ;?:ct]il\jliiizgent for all consultation
and information on the subject of the consultation; :

2.2.2 provide sufficient information on the scope and t he subject matter of the consultation and a reasonable
period of time to permit the party or parties being consult ed to prepare their views and information;

2.2.3 undertake an impartial consideration of all view s and information presented by the party or parties being
consulted on the subject matter of the consultation; and

2.2.4 advise in a timely manner the party or parties being consulted on how the views and information received
have been considered by the Proponent.

2.3 The Proponent shall, where consultation with Indigenous groups is a requirement of a condition set out in this f TSMC is committed to follow this
Decision Statement, communicate with each Indigenous group with respect to the manner by which to satisfy the requirement for all consultation
consultation requirements referred to in condition 2.2, inclu ding methods of notification, the type of information, activities.
the period of time to be provided when seeking input, the pro cess to be used by the Proponent to undertake
impartial consideration of all views and information presented on the subject of the consultation, the period of
time to advise Indigenous groups of how their views and inf ormation were considered by the Proponent and the
means by which Indigenous groups will be advised.

2.4 The Proponent shall, where a follow-up program is a requir ement of a condition set out in this Decision Statement, f Existing follow-up programs for
determine the following information, for each follow-up prog ram: 7 6 0 & PDEO and Howse sites,
2.4.1 the methodology, location, frequency, timing and dur ation of monitoring associated with the follow-up include this information.
program;

2.4.2 the scope, content and frequency of reporting of the r esults of the follow-up program;

2.4.3 the levels of environmental change relative to baseline conditions that would require the Proponent to
implement modified or additional mitigation measure(s), inclu ding instances where the Proponent may require
Designated Project activities to be stopped; and

2.4.4 the technically and economically feasible mitigation measures to be implemented by the Proponent if
monitoring conducted as part of the follow-up program shows that the levels of environmental change referred to
in condition 2.4.3 have been reached or exceeded.

25 The Proponent shall submit the information referred to in condition 2.4 to the Agency prior to the implementation f No updates were done on the
of each follow-up program. The Proponent shall update that information in consultation with Indigenous groups follow-up program during this
and relevant authorities during the implementation of each fol low-up program, and shall provide the updated reporting year
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CEAA Release Condition

2019 Activities

information to the Agency, Indigenous groups and releva nt authorities within 30 days of the information being
updated.

2.6 The Proponent shall, where a follow-up program is a requir ement of a condition set out in this Decision f This was complied with
Statement:

2.6.1 conduct the follow-up program according to the in formation determined pursuant to condition 2.4;

2.6.2 undertake monitoring and analysis to verify th e accuracy of the environmental assessment as it pertains to
the particular condition and/or to determine the effectiveness of any mitigation measure(s);

2.6.3 determine whether modified or additional mitigation measures are required based on the monitoring and
analysis undertaken pursuant to condition 2.6.2; and

2.6.4 if modified or additional mitigation measures are r equired pursuant to condition 2.6.3, implement these
mitigation measures in a timely manner and monitor them pursua nt to condition 2.6.2.

2.7 Where consultation with Indigenous groups is a requirement of a follow-up program, the Proponent shall discuss [ TSMC is committed to follow this
with each Indigenous group opportunities for the participation of that Indigenous group in the implementation of requirement for all consultation
the follow-up program, including the analysis of the foll ow-up results and whether modified or additional activities.
mitigation measures are required, as set out in condition 2. 6.

2.8 The Proponent shall, commencing in the reporting year during which the Proponent begins the implementation of f TSMC has produced an annual
the conditions set out in this Decision Statement, prepare an ann ual report that sets out: report for its 2018-2019
2.8.1 the activities undertaken by the Proponent in the reporting year to comply with each of the conditions set actlvflesoa}lr;d ztggocurrtgq:_report
out in this Decision Statement; covers ) activites.
2.8.2 how the Proponent complied with condition 2.1;

2.8.3 for conditions set out in this Decision Statement for whi ch consultation is a requirement, how the Proponent
considered any views and information that the Proponent re ceived during or as a result of the consultation;

2.8.4 the information referred to in conditions 2.4 and 2. 5 for each follow-up program;

2.8.5 the results of the follow-up program requirements ident ified in conditions 3.6, 4.7, 4.8, 5.9, 5.10, 6.6, 6. 7,
and 7.5; and

2.8.6 any modified or additional mitigation measures imple mented or proposed to be implemented by the

Proponent, as determined under condition 2.6.

2.9 The Proponent shall submit to the Agency the annual report referred to in condition 2.8, including an executive f TSMC is committed to comply
summary in both official languages, no later than June 30 following the reporting year to which the annual report with this condition
applies.

2.10 The Proponent shall publish on the Internet, or any medium wh ich is publicly available, the annual reports and the f Annual reports will be placed on
executive summaries referred to in conditions 2.8 and 2.9, th e dust management strategy referred to in condition the TSMC website as soon as it is
5.7, the communication plan referred to in condition 6.8, the cultural heritage control plan referred to in condit ion operational .

7.6, the communication plan referred to in condition 9.5, the schedules referred to in conditions 10.1, and 10.2,
and any update(s) or revision(s) to the above documents, upon submission of these documents to the parties
referenced in the respective conditions. The Proponent shall keep these documents publicly available for 25 years
following the end of operation, or until the end of decomm issioning of the Designated Project, whichever comes
first. The Proponent shall notify the Agency and Indigenous groups of the availability of these documents within 48

hours of their publication.
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CEAA Release Condition 2019 Activities

211 The Proponent shall notify the Agency and Indigenous groups in writing no later than 60 days after the day on f TSMC is committed to comply
which there is a transfer of ownership, care, control or manag ement of the Designated Project in whole or in part. with this condition

2.12 The Proponent shall consult with Indigenous groups prior to initiating any material change(s) to the Designated f There were no changes to the
Project that may result in adverse environmental effects and shal I notify the Agency in writing no later than 60 Designated Project in the
days prior to initiating the change(s). reporting year.

2.13 In notifying the Agency pursuant to condition 2.12, the Proponent shall provide the Agency with a description of f TSMC is committed to comply
the potential adverse environmental effects of the change(s) to the Designated Project, the proposed mitigation with this condition
measures and follow-up requirements to be implemented by the Pro ponent and the results of the consultation

with Indigenous groups.

3. Fish and fish habitat

3.1 The Proponent shall implement erosion and sedimentation control mea sures within the Designated Project area f There is no deposition of
during all phases of the Designated Project to avoid the dep osit of deleterious substances in waters frequented by deleterious substances in waters
fish. frequented by fish in relation to

the Howse Property Project,
which is not started.

3.2 The Proponent shall collect site runoff and pit dewatering wat er into HowseA and Timmins4 sedimentations ponds. f Not applicable, as the Project has
The Proponent shall treat water at the sedimentation ponds prio r to its discharge into the environment, if not started
necessary, to meet the requirements of subsection 36(3) of the Fish eries Act.

33 The Proponent shall use a time delay blasting technique when b lasting. f Not applicable as there is no

activity, including blasting, on
the Howse Property.

3.4 The Proponent shall not set the blast charge per delay to abo ve 1092 kilograms. f Not applicable as there is no
activity, including blasting, on
the Howse Property

3.5 The Proponent shall manage waste rock acid generation taking i nto account the Mine Environment Neutral f TSMC is committed to comply

'UDLQDJH S U RBredizfofi Wianual for Drainage Chemistry from Sulphidic Geological Materials . with this condition once the
Project starts.

3.6 The Proponent shall develop, prior to construction, a fol low-up program to verify the accuracy of the f Follow-up programs for the
environmental assessment as it pertains to fish and fish habit at and to determine the effectiveness of mitigation Howse Project were submitted to
measures referred to in conditions 3.1 to 3.5. The Proponen t shall provide the follow-up program to the Agency the Agency and Indigenous
prior to construction. The Proponent shall implement the fo llow-up program from the start of construction to the groups in Spring 2018.
end of decommissioning. The Proponent shall review and updat e the follow-up program in consultation with
Indigenous groups and relevant authorities and shall provi de this update to the Agency prior to operation or within
120 days of the issuance of this Decision Statement, whichever comes first. As part of the follow-up program, the
Proponent shall:

3.6.1 monitor water quality and quantity parameters as pe r the Water Management Plan (October 2015) in the f TSMC is committed to comply
environmental impact statement and at locations outlined in figur e 1 of the Proponent's final response to with this condition, see below

Information Request 106 (July 24, 2017), including:

3.6.1.1 water levels in Triangle Lake, Morley Lake, Burnetta La ke and Pinette Lake; f Water gauges were installed at
these locations in fall 2017

f Data collection has been, and
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CEAA Release Condition

3.6.1.2 groundwater levels at monitoring well locations outl
groundwater may be impacted by the Designated Project;

ined in figure 1 or equivalent locations where

3.6.1.3 iron concentration at the final discharge points of the HowseA and Timmins 4 sedimentation ponds;

3.6.1.4 effluent quality at the final discharge points o
accordance with the Metal Mining Effluent Regulations and
the Environment's Water Quality Guidelines for the Protection

f the HowseA and Timmins 4 sedimentation ponds, in
taking into account the Canadian Council of Ministers of
of Aquatic Life; and

3.6.1.5 water quality between the HowseA sedimentation pond fina
Triangle Lake, Burnetta Lake and Pinette Lake.

| discharge point and Triangle Lake, and in

3.6.2 update the hydrogeological groundwater model from the
106 (July 24, 2017) at the end of mining phases I, Il an

Proponent's final response to Information Request
d Il based on the results from 3.6.1; and

3.6.3 monitor fish and fish habitat in Triangle Lake, Bu rnetta Lake, Pinette Lake and Goodream Creek.

2019 Activities

continues to be taken,
continuously since that time

Additional monitoring wells will
be installed at the beginning of
the construction phase near
Triangle Lake

Not applicable, as the Project has
not started.

Not applicable, as the Project has
not started.

Not applicable, as the Project has
not started.

Updates will be done following
the mining phases

Not applicable at this time

4. Migratory birds

4.1 The Proponent shall carry out the Designated Project in a mann
harming, killing or disturbing migratory birds or destro
regard, the Proponent shall take into account Environment a nd Climate Change Canada's Avoidance Guidelines.
The Proponent's actions when taking into account the Avoidan ce Guidelines shall be in compliance with the
Migratory Birds Convention Act, 1994 and with the Species at Risk Act.

er that protects migratory birds and avoids
ying, disturbing or taking their nests or eggs. In this

Not applicable, as the Project has
not started.

4.2 The Proponent shall have a qualified individual survey, d
nesting period to determine if bank swallows (Riparia ripa ria) are using the open pit as a nesting site. The
Proponent shall conduct an additional survey one to two d ays prior to undertaking any new activity associated

with the Designated Project during the nesting period areas where b ank swallows (Riparia riparia) may occur. The
Proponent shall identify, in consultation with Environment and Climate Change Canada and other relevant
authorities, and implement a setback distance in which no Designate d Project activity shall take place around any
bank swallow (Riparia riparia) nest(s) found and shall ma intain the setback distance until the young have
permanently left the area of the nest. The Proponent shall implemen t additional measures to deter bank swallows
(Riparia riparia) from nesting in the area prior to the next breeding period.

uring operation, the mine pit walls annually during the

Not applicable as the operations
phase has not begun at Howse

4.3 The Proponent shall notify Environment and Climate Change
within the Designated Project area.

Canada if it finds bank swallow ( Riparia riparia ) nests

Bank Swallow were not observed
in the Howse Property area
during the reporting year

4.4 The Proponent shall control lighting required for the constr
Designated Project, including direction, timing and intensity,
meeting health and safety requirements.

uction, operation and decommissioning of the
to avoid adverse effects on migratory birds, while

Not applicable as construction
activities have not begun at
Howse

4.5 The Proponent shall prohibit vehicles and heavy equipment associa
wetlands except those affected by components of the Designated Pr

ted with the Designated Project from entering
oject as identified in figure 7-33 of the

No vehicles and/or heavy
equipment entered wetlands

10
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CEAA Release Condition

2019 Activities

environmental impact statement. during the reporting year.

4.6 The Proponent shall not undertake vehicle, machinery and equi pment cleaning, fueling and maintenance and shall This was respected in the
not store substance with the potential to cause harmful effe cts to the receiving environment, within 20 metres of reporting year.
any wetland.

4.7 The Proponent shall develop, prior to construction and in consultation with relevant authorities, a follow-up Follow-up programs for the
program to determine the effectiveness of all mitigation measur es to avoid harm to migratory birds, their eggs Howse Project were submitted to
and nests. The Proponent shall provide the follow-up prog ram to the Agency prior to construction. The Proponent the Agency in Spring 2018.
shall implement the follow-up program during all phases of t he Designated Project. The Proponent shall review
and update the follow-up program in consultation with Ind igenous groups and relevant authorities and shall
provide this update to the Agency prior to operation or within 120 days of the issuance of this Decision Statement,
whichever comes first. As part of the follow-up program, the Proponent shall:

4.7.1 conduct migratory bird surveys in the Triangle Lak e, Burnetta Lake and Pinette Lake watersheds every year Not applicable at this time.
for the first three years following completion of construction . After three years, the Proponent shall determine, in

consultation with Indigenous groups and relevant authorit ies, the frequency of additional surveys based on the

results of the follow-up program.

4.8 The Proponent shall develop, prior to construction, and i mplement a follow-up program to verify the predictions o This condition was complied with.
the environmental assessment as it pertains to the adverse environ mental effects of the Designated Project on
wetland functions that support migratory birds, and to det ermine the effectiveness of the mitigation measures
referred to in conditions 4.5 and 4.6 during all phases of the Designated Project. The Proponent shall provide the
follow-up program to the Agency prior to construction. The Proponent shall review and update the follow-up
program in consultation with Indigenous groups and Enviro nment and Climate Change Canada and shall provide
this update to the Agency prior to operation or within 12 0 days of the issuance of this Decision Statement,
whichever comes first. As part of the follow-up program, the Proponent shall:

4.8.1 have a qualified individual conduct a wetland dist urbance survey every five years, with the first survey Not applicable, as the Project has
conducted at the start of construction, to assess wetland fu nctions that support migratory birds; and not started.

4.8.2 monitor groundwater levels associated with the wetlands lo cated north of the open pit to verify the effects of This information is provided in

pit dewatering on wetlands. Monitoring wells shall be spaced no more than 50 metres apart and measurements the annual report.

shall be taken every two weeks during operation.

5. Health and socio-economic conditions of Indigenous peoples

5.1 The Proponent shall, in consultation with Indigenous group s, undertake progressive reclamation of the areas Not applicable, as the Designated
disturbed by the Designated Project, including by stabilizing , compacting and revegetating with native plant project area has not been
species overburden stockpiles and waste rock piles. disturbed.

5.2 Using a qualified individual, the Proponent shall design over burden stockpiles and waste rock piles, in consultation The design of the overburden
with Indigenous groups and relevant authorities, and in ¢ onsideration of reducing effects to viewscapes. The stockpiles and waste rock piles
Proponent shall implement the design throughout all phases of t he Designated Project. was completed during the Howse

EIS.

53 The Proponent shall apply dust suppressant on the Howse haul road during all phases of the Designated Project to Not applicable at this time
control the release of dust. The Proponent shall select, in con sultation with relevant authorities, dust suppressants
with the least potential effects on human health and the enviro nment.

5.4 The Proponent shall control dust, if observed visually, dur ing the unloading of ore from trucks, except if not Not applicable at this time
feasible for safety reasons.
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5.5 The Proponent shall implement measures to mitigate dust emissions at the conveyor transfer and drop points f Not applicable, as the Project has
when the conveyor is active, in the drum scrubber when ore is mixed and at the crude ore recovery tunnel, the not started.
secondary crusher and the dryer during ore processing activit ies

5.6 The Proponent shall fill borehole necks with clean crushed rock to reduce dust and gas emissions from blasting f Not applicable, as the Project has
during construction and operation. not started.

5.7 The Proponent shall develop, prior to construction, a dust management strategy to control dust generated by f Follow-up programs for the
vehicles associated with the Designated Project using the road to Schef ferville and for vehicles entering Howse Project were submitted to
Schefferville. The Proponent shall implement the strategy dur ing all phases of the Designated Project. The the Agency in Spring 2018.
Proponent shall provide the dust management strategy to the Ag ency prior to the start of construction. The
Proponent shall review and update the dust management strategy i n consultation with Indigenous groups,
relevant authorities and the Town of Schefferville prior to operation or within 120 days of the issuance of this
Decision Statement, whichever comes first.

5.8 Throughout all phases of the Designated Project, the Proponen t shall implement incentive measures to reduce the f TSMC is complying with this
number of vehicles from the Designated Project, including by pro viding shuttle buses to transport workers to and condition.
from the Designated Project area.

5.9 The Proponent shall develop, prior to construction, a fol low-up program to verify the accuracy of the f Follow-up programs for the
environmental assessment as it pertains to air quality and t he effects of dust on the health of Indigenous peoples Howse Project were submitted to
and to determine the effectiveness of the mitigation measures ref erred to in conditions 5.3 to 5.8. The Proponent the Agency in Spring 2018
shall provide the follow-up program to the Agency prior to the start of construction. The Proponent shall
implement the follow-up program from the start of constructio n to the end of decommissioning of the Designated
Project. The Proponent shall review and update the follow-up program in consultation with Indigenous groups and
relevant authorities and shall provide the update to the Ag ency prior to operation or within 120 days of the
issuance of this Decision Statement, whichever comes first. As part of the follow-up program, the Proponent shall:

5.9.1 monitor air quality at receptors R3, R9, R10, R 16, R18, R24, R36, R38 and R40 identified by the Pro ponent
in Table 7-13 of the environmental impact statement, including f or total particulate matter, particulate matter less
than 10 microns, particulate matter less than 2.5 microns, dustf all, nitrogen oxides, sulfur oxides, carbon
monoxide, and periodic monitoring of nitrogen dioxides afte r blasting activities;

5.9.2 monitor dust generation and deposition from the D esignated Project at locations potentially affected by the
Designated Project, using a dust tracking system and mobile mon itoring equipment;

5.9.3 analyse concentrations of contaminants of concern in dust, including a minimum of one sampling of heavy
metal content between the months of June and August of every yea r that analyses are conducted; and

5.9.4 if the results of the follow-up program demonstrate t hat modified or additional mitigation measures are
required, as determined in condition 2.6, at the Howse mini-pla nt, Designated Project roads, waste rock piles or
overburden stockpiles, the Proponent shall implement modified or additional mitigation measures.

5.10 The Proponent shall develop, prior to operation or withi n 120 days of the issuance of this Decision Statement, f Follow-up programs for the
whichever comes first, and in consultation with Indigenous grou ps and relevant authorities, a follow-up program Howse Project were submitted to
to verify the accuracy of the environmental assessment as it p ertains to country foods. Country foods may include the Agency in Spring 2018
game birds, mammals, fish, and plant species. The Proponent sha Il implement the follow-up program. As part of
the follow-up program, the Proponent shall:

5.10.1 sample country food species commonly consumed by Ind igenous groups and identified in consultation with
Indigenous groups including brook trout (Salvelinus fontin alis) and lake trout (Salvelinus namaycush);
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5.10.2 sample species identified in condition 5.10.1 for hea vy metals, and other contaminants of concern
identified in consultation with Indigenous groups and releva nt authorities;

5.10.3 sample in areas where Indigenous groups harvest count ry foods and that may be adversely affected by the
Designated Project and in a control site that is not affected by activities of the Designated Project. Fish sampling
shall include sampling in Goodream Creek, Triangle Lake, and Pinette Lake; and

5.10.4 start sampling two years after the start of operation and continue sampling at a frequency and for a
duration determined in consultation with Indigenous groups and relevant authorities.

6. Current use of lands and resources for traditional purposes

6.1 The Proponent shall upgrade, from the start of construction , a bypass road around the Designated Project in order f Not applicable at this time
to provide access for Indigenous groups to Pinette Lake, Kau teitnat and the Howells River Valley. The Proponent
shall maintain the bypass road at least twice per calendar year un til the end of decommissioning to ensure its
usability.
6.2 The Proponent shall upgrade, from the start of construction , a bypass road around the Direct Shipping Ore 4 area f Not applicable at this time
in order to provide access for Indigenous groups to hunti ng grounds to the northwest of the Designated Project
near the Kivivic and Goodwood deposits. The Proponent shall maintain the bypass road at least twice per calendar
year until the end of decommissioning to ensure its usability.
6.3 The Proponent shall not use the bypass roads, referred to i n conditions 6.1 and 6.2, for Designated Project f The Proponent has not used the
activities, except when undertaking the maintenance of those bypa ss roads as required by conditions 6.1 and 6.2, bypass road for any Project
or if required for safety or emergency reasons. activities during the reporting

year, with the exception of
environmental monitoring, when
other accesses are impassable

6.4 The Proponent shall prohibit employees and contractors associated with the Designated Project from fishing and f This was respected during the
hunting within the designated project area, unless an employee or a contractor is provided access by the reporting year
Proponent for traditional purposes or for exercising Abori ginal rights, to the extent that such access is safe.

6.5 If the Proponent is made aware of or observes caribou within a 20-kilometre radius of the active pit or of the f TSMC is not aware of any caribou
Howse mini-plant, the Proponent shall consult the Newfoundlan d and Labrador Department of Fisheries and Land within 20km of the active pit or
Resources to determine the appropriate course of action. the Howse mini-Plant

6.6 The Proponent shall develop, prior to construction, and i mplement during all phases of the Designated Project, a f Follow-up programs for the
follow-up program to verify the accuracy of the environmenta | assessment as it pertains to the adverse effects of Howse Project were submitted to
the Designated Project on the current use of lands and resources for traditional purposes and to determine the the Agency in Spring 2018
effectiveness of the mitigation measures referred to in conditions 6.1 to 6.4, including maintenance of the bypass
roads. The Proponent shall provide the follow-up program to the Agency prior to the start of construction. The
Proponent shall review and update the follow-up program i n consultation with Indigenous groups and shall provide
this update to the Agency prior to operation or within 12 0 days of the issuance of this Decision Statement,
whichever comes first.

6.7 The Proponent shall develop, prior to construction, and i mplement during all phases of the Designated Project, a f Follow-up programs for the
follow-up program to verify the accuracy of the environmenta | assessment as it pertains to the adverse effects of Howse Project were submitted to
the Designated Project on the George River herd of Eastern mig ratory caribou (Rangifer tarandus caribou). The the Agency in Spring 2018
Proponent shall provide the follow-up program to the Agenc y prior to the start of construction. The Proponent
shall review and update the follow-up program in consulta tion with Indigenous groups and the Government of
Newfoundland and Labrador, and shall provide this update to the Agency prior to operation or within 120 days of
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the issuance of this Decision Statement, whichever comes first. As part of the follow-up program, the Proponent
shall monitor movement of the George River herd of Eastern mi gratory caribou (  Rangifer tarandus caribou ) and
develop and implement modified or additional mitigation measures if the range of the George River herd of

Eastern migratory caribou ( Rangifer tarandus caribou ) expands to occupy areas within a 20-kilometre radius of
the Designated Project.

6.8 The Proponent shall develop, prior to construction and in consultation with Indigenous groups, a communication f Follow-up programs for the
plan to share information related to the Designated Project wi th Indigenous groups. The Proponent shall Howse Project were submitted to
implement and maintain the communication plan up to date dur ing all phases of the Designated Project. Th e the Agency in Spring 2018
communication plan shall include procedures, including timing, for sharing information on the following: f TSMC is committed to comply
6.8.1 the Designated Project activities requiring notification to Indigenous groups and the timing of these with this condition
notifications. For blasting, the Proponent shall advertise blasting schedules via local radio stations and directly to
Indigenous groups at a minimum 48 hours prior to each bla sting event;

6.8.2 follow-up activities and monitoring results referred t o in conditions 3.6, 4.7, 4.8, 5.9, 5.10, 6.6, 6.7, a nd
7.5; and

6.8.3 temporary and permanent restrictions on access to trad itional territories, including the location and timing of
these restrictions, the availability of alternate routes, and the timing of maintenance activities for the bypass

roads as per 6.1 and 6.2.

6.9 The Proponent shall develop, as part of the communication pl an referred to in condition in 6.8, procedures for f These procedures were in place
Indigenous groups to provide feedback to the Proponent a bout adverse environmental effects caused by the during the reporting year
Designated Project related to access to and use of traditional territories, traffic, air quality, including dust and dust
deposition, and country foods and procedures for the Propon ent to document and respond in a timely manner to
the feedback received and demonstrate how issues have been addres sed. The Proponent shall implement these
procedures during all phases of the Designated Project.

6.10 The Proponent shall provide Indigenous groups with the sched ules referred to in conditions 10.1 and 10.2 and f Not applicable at this time
updates or revisions to the initial schedules pursuant to con dition 10.3 and 10.4 at the same time these
documents are provided to the Agency.

7. Physical and cultural heritage and structures, sites or things of h istorical, archaeological, paleontological or architectural significance

7.1 If requested by Indigenous groups 48 hours prior to thei r planned use of Kauteitnat, the Proponent shall refrain f Not applicable
from blasting for a period of 24 hours during that ti me of planned use of Kauteitnat, or less if Indigenous grou ps
are no longer using Kauteitnat.

7.2 The Proponent shall not conduct any Designated Project activit y to the south of proposed water diversion ditch, f Not applicable as no project
identified in figure 2 in the environmental assessment report, except for activities required for the construction activity has taken place
and maintenance of the diversion ditch. The Proponent shall clearly identify the exclusion zone with signage on the
ground, within its lease area, posted at the edge of the exclu sion zone.

7.3 During the months of June, July, August and September, the Pr oponent shall not blast more than twice in a week f Not applicable as no project
and more than five times per month. activity has taken place

7.4 The Proponent shall develop, prior to construction, and i mplement during all phases of the Designated Project, a f Follow-up programs for the
protocol for receiving complaints related to the exposure to noise from the Designated Project. The Proponent Howse Project were submitted to
shall provide the protocol to the Agency and Indigenous grou ps prior to the start of construction. The Proponent the Agency in Spring 2018
shall review and update the protocol in consultation with | ndigenous groups and shall provide this update to the
Agency and Indigenous groups prior to operation or withi n 120 days of the issuance of this Decision Statement,
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being received and shall implement corrective actions to reduce ex posure to noise in a timely manner.

7.5 The Proponent shall develop prior to construction, and impl ement during all phases of the Designated Project, a f Follow-up programs for the
follow-up program to verify the accuracy of the environmenta | assessment as it pertains to the effects of the Howse Project were submitted to
Designated Project on the use of cultural and other sites as a result of noise levels. The Proponent shall provide the Agency in Spring 2018
the follow-up program to the Agency prior to the start o f construction. The Proponent shall review and update the
follow-up program in consultation with Indigenous groups and shall provide this update to the Agency prior to
operation or within 120 days of the issuance of this Decisio n Statement, whichever comes first. As part of the
follow-up program, the Proponent shall:

7.5.1 monitor noise levels at receptor sites R9, R10, R11, R13 and R24 identified by the Proponent in figure 7.10
of the environmental impact statement. The Proponent shall implement modified or additional mitigation
measures if noise levels at these sites exceed 5 decibels above the baseline noise levels as a result of the
Designated Project, except during blasting.

7.6 The Proponent shall develop, prior to construction, and i mplement during all phases of the Designated Project a f All required programs for the
cultural heritage control plan. The Proponent shall provid e the cultural heritage control plan to the Agency prior t o] Howse Project were submitted to
the start of construction. The Proponent shall review and u pdate the plan in consultation with Indigenous groups the Agency in Spring 2018
and the Government of Newfoundland and Labrador and shall provide this update to the Agency prior to operation
or within 120 days of the issuance of this Decision Statement, wh ichever comes first. If any previously
unidentified structures, sites or things of historical, archaeolo gical, paleontological or architectural significance are
discovered within the Designated Project area by the Proponent or brought to the attention of the Proponent by an
Indigenous group or another party during construction, the Proponent shall:

7.6.2 delineate an area of at least 30 metres around the discovery as a no-work zone. The no-work requirement
shall not apply to action(s) required to be undertaken t o protect the integrity of the discovery;

7.6.3 have a qualified individual conduct an assessment at the location of the discovery;

7.6.4 inform Indigenous groups within 24 hours of the disc overy, and allow for monitoring by Indigenous groups
during work related to the discovery; and

7.6.5 comply, in consultation with Indigenous groups and relevant authorities, with all applicable legislative or

legal requirements and associated regulations and protocols r especting the discovery, recording, transferring and
safekeeping of previously unidentified structures, sites or thin gs of historical, archaeological, paleontological or

architectural significance.

8. Cumulative Effects

8.1 The Proponent shall participate in regional initiative(s), if requested by a relevant authority or the Town of f TSMC will continue to participate
Schefferville, relating to the monitoring, assessment and managemen t of cumulative environmental effects, in regional initiatives if requested
including cumulative health effects related to dust likely to r esult from the Designated Project in combination with by regional Indigenous groups
other mining activities that have or will be carried out in th e region, should there be any such initiative(s) during and/or authorities

the construction and operation phases of the Designated Project.

9. Accidents and malfunctions

9.1 The Proponent shall take all reasonable measures to prevent a ccidents and malfunctions that may result in f 760&1TV HQYLUR Qéetipw
adverse environmental effects. The measures taken by the Propon ent shall include measures to prevent slope plan (EPP) and EPP and ERP lists
failures, sedimentation pond failures, ditch failures, destabi lization of waste rock piles and overburden stockpiles, measures to prevent accidents
and rock slides. and malfunctions
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f In2020, 760& EPP was
updated.
f Those documents contain a
retroaction process in which
TSMC improves measures to
prevent accidents and
malfunctions.
9.2 The Proponent shall develop, prior to construction, and i mplement during all phases of the Designated Project, an f Follow-up programs and plans for
accident and malfunction response plan. The accident and malfunct ion plan shall include the types of accidents the Howse Project were
and malfunctions that may cause adverse environmental effects, an d response plans for slope failures, submitted to the Agency in
sedimentation pond failures, ditch failures, destabilization o f waste rock piles and overburden stockpiles, or rock Spring 2018.
slides in addition to all emergency response plans identified in the environmental impact statement. The
Proponent shall provide the accident and malfunction response plan to the Agency prior to the start of
construction.
9.3 The Proponent shall review and update the measures to be implem ented to prevent accidents and malfunctions f Not applicable for this reporting
and the accidents and malfunctions response plan in consultatio n with Indigenous groups and relevant authorities year.
prior to operation or within 120 days of the issuance of this Decision Statement, whichever comes first.
9.4 In the event of an accident or malfunction with the potential to cause adverse environmental effects, the f Anincident involving red water

Proponent shall implement the accidents and malfunctions response
subsequent update(s) referred to in condition 9.3 and shal I:

plan referred to in condition 9.2 or any

relevant authorities of the accident or malfunction, and
llowing the accident or malfunction. When notifying
y, the Proponent shall specify;

9.4.1 notify, as soon as possible, Indigenous groups and
notify the Agency in writing no later than 24 hours fo
Indigenous groups and in the notification to the Agenc

9.4.1.1 the date the accident or malfunction occurred;
9.4.1.2 a description of the accident or malfunction;

9.4.1.3 a list of all substances potentially released in the environment as a result of the accident or malfunction.

9.4.2 implement immediate measures to mitigate any adverse environ
malfunction;

mental effects caused by the accident or

9.4.3 submit a written report to the Agency no later than 3
malfunction took place. The written report shall include:

0 days after the day on which the accident or

9.4.3.1 a description of the accident or malfunction and of its adverse environmental effects;

9.4.3.2 the measures that were taken by the Proponent to miti
the accident or malfunction;

gate the adverse environmental effects caused by

9.4.3.3 any view(s) from Indigenous groups and advice fr
accident or malfunction, its adverse environmental effects and the
these adverse environmental effects;

om relevant authorities received with respect to the
measures taken by the Proponent to mitigate

9.4.3.4 a description of any residual adverse environmental ef
required by the Proponent to mitigate residual adverse environ

fects and any modified or additional measures
mental effects; and

9.4.3.5 details concerning the implementation of the accident or malfunction response plan referred to in condition

being discharged into the natural
environment from the outlet
culvert of Timmins 4
Sedimentation Pond 3 occurred
in Spring 2019. The event was
reported on, and a written report
was submitted to the Agency.

An incident involving red water
being discharged into the natural
environment from the outle t
culvert of Timmins 4
Sedimentation Pond 3 occurred
in Spring 2019. The event was
reported on, and a written report
was submitted to the Agency.
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9.2 or any subsequent update(s) referred to in condition 9 3.

9.4.4 submit a written report to the Agency no later than 9
malfunction took place, on the changes made to avoid a subsequ
on the implementation of any modified or additional measure(s)
environmental effects and to carry out any required prog
submitted in the written report pursuant to condition 9.
Indigenous groups and advice from relevant authorities sinc
have been received by the Proponent.

0 days after the day on which the accident or
ent occurrence of the accident or malfunction and
to mitigate and monitor residual adverse
ressive reclamation, taking into account the information
4.3. The report shall include all additional views from
e the views and advice referred to in condition 9.4.3.3

An incident involving red water
being discharged into the natural
environment from the outlet
culvert of Timmins 4
Sedimentation Pond 3 occurred
in Spring 2019. The event was
reported on, and a written report
was submitted to the Agency.

2019 Activities

9.5

The Proponent shall develop a communication plan in consulta
develop the communication plan prior to construction and shal
of the Designated Project. The plan shall include:

tion with Indigenous groups. The Proponent shall
| implement and keep it up to date during all phases

9.5.1 the types of accidents and malfunctions requiring the P roponent to notify the respective Indigenous groups;

9.5.2 the manner by which Indigenous group shall be notif
of any opportunities for the Indigenous groups to assist i

ied by the Proponent of an accident or malfunction and
n the response to the accident or malfunction; and

9.5.3 the contact information of the representatives of the Pr
of the representatives of the respective Indigenous groups to wh

oponent that the Indigenous groups may contact and
ich the Proponent provides notification.

Follow-up programs for the
Howse Project were submitted to
the Agency in Spring 2018.

10. Schedules

10.1 The Proponent shall submit to the Agency a schedule for all co nditions set out in this Decision Statement no later Not applicable, as construction
than 30 days after the start of construction. The schedule sha Il detail all activities planned to fulfill each condition phase has not started.
set out in this Decision Statement and the commencement and estimated co mpletion month(s) and year(s) for
each of these activities.

10.2 The Proponent shall submit to the Agency a schedule outlining all activities required to carry out all phases of the Not applicable, as construction
Designated Project no later than 30 days after the start of construction. The schedule shall indicate the phase has not started.
commencement and estimated completion month(s) and year(s) and dura tion of each of these activities.

10.3 The Proponent shall submit to the Agency in writing an upda te to schedules referred to in conditions 10.1 and Not applicable, as construction
10.2 every year no later than June 30, until completion of all activities referred to in each schedule. phase has not started.

104 The Proponent shall provide to the Agency revised schedules if a ny change(s) are made to the initial schedules Not applicable, as construction

referred to in condition 10.1 and 10.2 or to any subseq
of the schedules.

uent update(s) referred to in condition 10.3, upon revision

phase has not started.

11. Record Keeping

111 The Proponent shall maintain all records required to demonstr ate compliance with the conditions set out in this TSMC is committed to comply
Decision Statement. The Proponent shall provide the aforemention ed records to the Agency upon demand within a with this condition.
timeframe specified by the Agency.

11.2 The Proponent shall retain all records referred to in condi tion 11.1 at a facility in Canada. The records shall be TSMC is committed to comply

retained and made available throughout construction and op
operation or until the end of decommissioning of the Designat ed Project, whichever comes first. The Proponent
shall notify the Agency at least 30 days prior to any change to the physical location of the facility where the
records are retained, and shall provide to the Agency the add ress of the new location.

eration and for 25 years following the end of

with this condition.

17




TATA STEEL MINERALS CANADA
HOWSE ANNUAL REPORT +JUNE 2020

18



TATA STEEL MINERALS CANADA
HOWSE ANNUAL REPORT +JUNE 2020

19



TATA STEEL MINERALS CANADA
Howse ANNUAL REPORT +JUNE 2020

Appendix 1 Laboratory Services Notice



@ @ @'ﬁ Laboratories

‘Mo C i6U 1iid

DElv dE]v U WZ
JE%}E & VA]J]E}vuvi oD Vv P E

ds§ ~8§ o D]v & o v >3
iiii "Z & E&}} t eSU Muls il
D}vSE oU Y ,i 1'0

ZW N~ EA] Jeep e VIESPEC>Z po3eUIIDSC 5} :poC
DeX dE]v U

'd > JE §}E] + >8 ~'de A+s EE]v ]§ DD ONIE € d§ ~>8 ~drD .
% E(}EU v 0CE3] 0 Z ul*SEC « EA] « E 08 &} }u%o] v Vv }% E §
YU X

dZ « }% }( « GEA] + Jv op Vv 0oCe]e JA 3EBHU REFWMS B SUEU Vv %0 }S
(JE A E]}pe JEP v] Vv JVIEP v] % Evu SVEIWE® 3]}v3d FUBMITE u vSe
ul]v ]38 X dAD ep u]838 e u%o0 ¢ 3} ' d §}E]VIPe %o B3 IWR | §} D
AZ] ZzU i6 & u]Jv }pude3 v ]vP  }( :HOQEPBE Mi6X }W BV BZZ § 'd
o Ao v o }E S}EC SuEv E}pv SJu EXvHEZu JIYRIuBE%ES S &P |
UIV]S}IE]VP % E}PEVU EZPpm $}EC } o]P §]}veX

}
[. L]

VvE }( 8Z]c 0 88 & ]° &)} %E}A] d D VE WA B ulws () GE
S E JAE SZ 0 5 §A) UIVEZ+U }¢ AZ00 &}ve » [HP%E]Iv §} E }oA
V]VP (Jo s v 8} VepE (USHE %JpE3s E]vioFA]A]SA AE% § 3]}veX
]

ie 0 Ce ]Jv ¢Z]% U VS }( %o E}% EO0C % E % E }5S0 }E& &V

fe 0 Ce ]V *U% % 0C }( & <p]E u S E] e E}AE]aP¥Y S u}lv]S}E]VP
ie 0 Ce]v E *%}ve }v A E]}pue <p E] » (E}u d*D V

0¢/v <«p 8§ }tuupv] S8J}v (E}u " d 8} d*D V

e 0 C | u]ee @& *posSeV v

0*E} E Ppo 3} EC E %}ES]VP }( yD> (Jo }68 & RUMBPEX v > E

dZ Jeep e E 2} ]85 %E]Ju E]JoC A]J3Z AEEIQIE u wé} udyiv yv JuE Yu
}% E S]}veX V UVHeu 00C Z]PZ Alopw Z(PZE]r BePINPV]EEIWH $]u
S§C%] oo0C E <}v 0C *0}A % E]} (}dmo3Z Jv p8EQXPVLIVE $(E %o
E «}JuyE « & o §]A 8} 3§z uve v SEoJv]vRs d(AN olv }% EE]Jvio EU

uv P uvs ¢35 ((X *%0]3 "df[e o5 ((}ESPu%Iolu EUe SE& v v A 5 ((L
% E ZUS o V]IE E }pE - ]Jvs} Yu U SZu%«EY}SSCuSv(pow S <] %o %o
uv P 3§z S ve]A lo}P X . E wadSUOSZ v @EBPPIPRP](] u% o0 *U %o

JV(JEuU 8]}veU E A] AJvP }V(]Eu 3]}veU 8V 33X+ 0]VPEAJIEHECIEV T3P ]+35]
~ XPXU }880 }E E+*X &UESZ EUu}E B JZV  R%oo VES B (( (JE&P%o SEE
u vs}E HE]JVP % lp= }(Gv doPB8Z C @ ®}E ] v + }( C 88X

ii DJEE]s E]A U hv]s ii1iU  E3SuluszZU EA i iDJ



@ @ @‘ﬁ Laboratories

(( 83]JA Juu ]88 0oCU 'd Z e ee]Pv DeX :v3§§ &E& « EU 0] vS ™ &,
v U §} § ¢« 8Z %E&}i S uv P & (}E doed MA]S] cdUSAE}u }353%o0
SZEIUPZ 8} E %}ES]VPX DeX &E « B Ao ¥ 37570 G|HFYE]SA]v Yu
NZ Z e ESVe]A E% E]v uv P]vP %BE}iuRs }II%Z[E BEUWE (v E u}
PIPE %Z] +» s Z +» VIESZ Ev > E }E Vv D@ & B AG uve oAy Xor A (

E Puo 3}J)EC E <pu]E u vse v E}pu3]v oQVAERIC} AJSZ 5Z VE>P B I)EEX*

S
S

DeX &E « & AlJoo * %o %0} ES C DEX WZHo SDEEv EuY] Z]]¢v Y} v U

JU% 0 & § Jo @& A] A }( 3Z]d EHEIWP 1E%IEIA } (+ EAD |
u}AJvP (JEA & U ]Jv op JvP us8 v}$ oJu]ls S}W
X 00 }ude3 v JvP (Jo * AJoo E% 18

X yD> E %}ESe AJoo Jeou

X Z]Jv3}( u*3} C } pu vs 3]}v AJoo HeSHUTT uBM]8Pr@]pP % E}PE u-

X d*D % E u 3 E % | P« AJoo Hedtull A& v /v(}du $IVE
DvPuvs ~"CeSu ~>/D"e v VAJE}Ivu vE 0 7 %&EPEEH VP "SCFZu
E <U]E u vSe }( §Z Uulv]S}IE]JVP % E}PE UH]]]y oju]sP & Ppo S}EC

X Vv uljE&yY

t SEPS §Z & 5Z JV(IEU 3]}V %E * vE ZIE]Dv B} }( Ee(d [JWE $Z ]
Ju% & &} dAD U AZ]o UJVe¥@ GEQCvV P3|IWZ 33 AGE 2 &
(]1Vv]e *nwzZ 38Z3 3 IWE o0]A EC }( ~APA] 33A oo o AS ChEE} Z §Z
noC X

I( C}Yp Z A VG <y *3]}ve E P E JvP 3Z «]v(JEL357}v]E & BIU Y46 3 u 3
S]u X

A"Mv €& oCU

<Originél signed by>

N } S S W E . S } \Y;
s] WGE -] v§
K((] Personal in
D} ]o

formation removed>

ii DIJEE]s E]A U hv]s ii1iU E3u}luszZU EA i iDJ



TATA STEEL MINERALS CANADA
Howse ANNUAL REPORT +JUNE 2020

Appendix 2 Surface Water Certificates of Analysis



9770 ROUTE TRANSCANADIENNE

ST. LAURENT, QUEBEC

@ @ @ﬁ L b . CANADA H4S 1v9
TEL (514)337-1000

aboratories FAX (514)333-3046

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: Howse Quarterly Surface Water
AGAT WORK ORDER: 19M484630
WATER ANALYSIS REVIEWED BY: Amar Bellahsene, Chimiste
DATE REPORTED: 2019-08-07
VERSION*: 1
PAGES (INCLUDING COVER): 14

Should you require any information regarding this analysis please contact your client services representative at (514) 337-1000

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact th e lab if you require additional sample storage time.

aaGaT Laboratories (V1) Page 1 of 14
Measurement Uncertainty is not taken into consideration when stating conformity with a specified requirement. This version replaces and cancels all previous versions, if applicable.
Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to samples

as received.



9770 ROUTE TRANSCANADIENNE

@ 'F Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4S 1V9

1 AGAT WORK ORDER: 19M484630 -
@ @ Laboratories e s

PROJECT: Howse Quarterly Surface Water http://www.agatiabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY:Adam Calvat SAMPLING SITE:HOWSE
Inorganic Analyses
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW- HOW- HOW- HOW- HOW- HOW- HOW- HOW-
SAMPLE DESCRIPTION: SW1-Q1-2019 SW2-Q1-2019 SW83-Q1-2019 SW4-Q1-2019  SW5-Q1-2019 BC-Q1-2019 BL-Q1-2019 TL-Q1-2019
SAMPLE TYPE: SW SW SW SW SW SW SW SW
DATE SAMPLED:  2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20
Parameter Unit G/S RDL 307536 311867 311868 311869 311870 311871 311872 311873
Alkalinity mg/L - CaCO3 15 10.2 <15 <15 5.9 <15 <15 10.8 9.2
Ammonia Nitrogen mg/L - N 0.02 0.17 0.09 0.08 0.03 0.10 0.04 0.14 0.08
Total Kjeldahl Nitrogen mg/L - N 0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3
Bicarbonate mg/L - CaCO3 15 10.2 <15 <15 5.9 <15 <15 10.8 9.2
Carbonate mg/L - CaCO3 15 <15 <15 <15 <15 <15 <15 <15 <15
Dissolved Organic Carbon mg/L 0.30 1.03 3.65 3.94 1.44 181 5.24 4.10 2.06
Chloride mg/L 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Conductivity (25 Celsius) pmhos/cm 2 27 5 4 20 4 6 28 24
True Colour TCU 5 7 25 23 7 8 41 35 18
Total Suspended Solids mg/L 2 <2 <2 <2 <2 <2 <2 12 <2
Nitrite + Nitrate mg/L - N 0.04 0.13 <0.04 <0.04 <0.04 <0.04 <0.04 <0.04 <0.04
Nitrate mg/L - N 0.02 0.13 <0.02 <0.02 0.18 <0.02 <0.02 <0.02 0.04
Nitrite mg/L - N 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
ortho-Phosphate mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
Dissolved Oxygen mg/L 3 12 7 9 10 8 7 8 9
pH pH NA 8.10 6.15 5.47 6.70 6.21 5.61 6.50 6.92
Total Phenols mg/L 0.002 0.003 <0.002 <0.002 <0.002 0.002 <0.002 0.003 0.002
Total Phosphorus mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
Reactive silica mg/L 0.05 4.82 1.15 1.60 3.30 1.15 2.59 4.10 3.60
Dissolved Solids mg/L 10 26 14 16 22 16 26 32 24
Sulfate mg/L 0.5 19 0.7 <0.5 2.0 <0.5 0.7 18 1.9
Total Sulfide mg/L S-2 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 0.04 <0.02
Turbidity NTU 0.2 0.4 1.0 <0.2 0.5 0.7 0.8 2.0 1.6
Nitrite-Nitrate (Montreal) (mg/L -N) mg/L - N 0.04 0.13 <0.04 <0.04 0.18 <0.04 <0.04 <0.04 0.04

o

wwwisz<Original signed by>
{0 @”
§ Amar Bellahse
2011-214 ¥

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EE'GET CERTIFICATE OF ANALYSIS (V1) Page 2 of 14
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
samples as received.



@ @ @ ﬁ Laboratories

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:Adam Calvat

Y o - 9770 ROUTE TRANSCANADIENNE
Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4sS 1V9

AGAT WORK ORDER: 19M484630 TEL (514)337-1000
PROJECT: Howse Quarterly Surface Water hm,fo;;ﬁ:gjf;ﬁ

ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

Inorganic Analyses
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW-
SAMPLE DESCRIPTION: NL-Q1-2019
SAMPLE TYPE: SW
DATE SAMPLED: 2019-06-20
Parameter Unit G/S RDL 311874
Alkalinity mg/L - CaCO3 15 34
Ammonia Nitrogen mg/L - N 0.02 0.33
Total Kjeldahl Nitrogen mg/L - N 0.3 <0.3
Bicarbonate mg/L - CaCO3 15 34
Carbonate mg/L - CaCO3 15 <15
Dissolved Organic Carbon mg/L 0.30 2.79
Chloride mg/L 0.5 <0.5
Conductivity (25 Celsius) pmhos/cm 2 10
True Colour TCU 5 37
Total Suspended Solids mg/L 2 2
Nitrite + Nitrate mg/L - N 0.04 <0.04
Nitrate mg/L - N 0.02 <0.02
Nitrite mg/L - N 0.02 <0.02
ortho-Phosphate mg/L - P 0.02 <0.02
Dissolved Oxygen mg/L 3 7
pH pH NA 6.53
Total Phenols mg/L 0.002 0.003
Total Phosphorus mg/L - P 0.02 <0.02
Reactive silica mg/L 0.05 1.05
Dissolved Solids mg/L 10 26
Sulfate mg/L 0.5 1.7
Total Sulfide mg/L S-2 0.02 <0.02
Turbidity NTU 0.2 6.7
Nitrite-Nitrate (Montreal) (mg/L -N) mg/L - N 0.04 <0.04

e
HEAMIS

/<@ “<Original signed by>

{ Amar Bellahse

Certified By: \Ei

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EE'GET CERTIFICATE OF ANALYSIS (V1)

Page 3 of 14

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

samples as received.



9770 ROUTE TRANSCANADIENNE

Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4sS 1V9

@ @ @ i | L.aboratories AGAT WORK ORDER: 19M484630 TEL (514)337-1000
PROJECT: Howse Quarterly Surface Water hm,fo;;ﬁ:gjf;ﬁ

ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:Adam Calvat

Inorganic Analyses

DATE REPORTED: 2019-08-07

DATE RECEIVED: 2019-06-25

Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard
307536 Elevated RDLs indicate the degree of sample dilutions prior to the analysis to keep analytes within the calibration range or reduce matrix interference. The holding time for pH had passed.

311867-311874  Elevated RDLs indicate the degree of sample dilutions prior to the analysis to keep analytes within the calibration range or reduce matrix interference.

.
HAMIS T,

AONNISI
O X
{ Amar Bellahsene §
\ 2011214

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all

<Original signed by>

K
"

signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
Page 4 of 14

EE'GET CERTIFICATE OF ANALYSIS (V1)
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
samples as received.



@ @ @ ﬁ Laboratories

CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLED BY:Adam Calvat

Certificate of Analysis

AGAT WORK ORDER: 19M484630
PROJECT: Howse Quarterly Surface Water

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

Certified By:

Total Extractable Metals
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW- HOW- HOW- HOW- HOW- HOW- HOW- HOW-
SAMPLE DESCRIPTION: SW1-Q1-2019 SW2-Q1-2019 SW3-Q1-2019 SW4-Q1-2019  SW5-Q1-2019 BC-Q1-2019 BL-Q1-2019 TL-Q1-2019
SAMPLE TYPE: SW sSwW SW Sw SW SW SW Sw
DATE SAMPLED: 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20
Parameter Unit G/S RDL 307536 311867 311868 311869 311870 311871 311872 311873
Aluminum Ho/L 5 15 83 60 21 31 143 78 38
Antimony Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Silver Ho/L 0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2
Arsenic Ho/L 0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 0.4 <0.3
Barium Ho/L 2 2 3 <2 <2 2 2 4 3
Beryllium Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Bismuth ug/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Boron Mg/l 40 <40 <40 <40 <40 <40 <40 <40 <40
Cadmium Hg/L 0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2
Calcium Ho/L 100 2120 371 251 1530 496 501 3030 2080
Chromium Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Cobalt Mg/l 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Copper Ho/L 1 <1 <1 <1 <1 <1 2 4 <1
Tin Ho/L 5 <5 <5 <5 <5 <5 <5 <5 <5
Iron Ho/L 60 145 218 <60 <60 140 189 1030 162
Magnesium Ho/L 100 2010 236 165 1490 228 412 1500 1940
Manganese Hg/L 1 8 35 8 2 7 16 63 10
Mercury Ho/L 0.01 <0.01 <0.01 <0.01 0.04 0.01 0.02 0.02 0.03
Molybdenum Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Nickel Ho/L 1 <1 <1 <1 <1 <1 1 2 <1
Lead Ho/L 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Potassium Mg/l 100 287 <100 <100 239 103 <100 478 316
Selenium Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Sodium Ho/L 200 918 452 343 563 691 739 1730 908
Strontium Hg/L 10 <10 <10 <10 <10 <10 <10 14 <10
Thallium Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Titanium Ho/L 3 <3 <3 <3 <3 <3 <3 <3 <3
IS

/7 @ “<O0riginal signed by>
e

"

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EE'GET CERTIFICATE OF ANALYSIS (V1)
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

samples as received.

Page 5 of 14



@ @ @ 'F Certificate of Analysis
Laboratories

9770 ROUTE TRANSCANADIENNE

CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLED BY:Adam Calvat

ST. LAURENT, QUEBEC
AGAT WORK ORDER: 19M484630

CANADA H4S 1V9

TEL (514)337-1000

PROJECT: Howse Quarterly Surface Water hnp:,fm_f";;;ﬁjg;i";ﬁ
ATTENTION TO: Mariana Trindade

SAMPLING SITE:HOWSE
Total Extractable Metals
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW- HOW- HOW- HOW- HOW- HOW- HOW- HOW-
SAMPLE DESCRIPTION: SW1-Q1-2019 SW2-Q1-2019 SW3-Q1-2019 SW4-Q1-2019 SW5-Q1-2019 BC-Q1-2019 BL-Q1-2019 TL-Q1-2019
SAMPLE TYPE: SwW sSwW SwW sSw SW SW SW SW
DATE SAMPLED: 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20 2019-06-20
Parameter Unit G/S RDL 307536 311867 311868 311869 311870 311871 311872 311873
Uranium Mg/l 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Vanadium Ho/L 1 <1 <1 <1 <1 <1 <1 <1 <1
Zinc Ho/L 3 17 4 5 <3 23 16 37 15
Hardness pg/L - CaCO3 1000 13600 1900 1310 9960 2180 2950 13700 13200
{7 @ * 5 <0Original signed by>
{ Amar Bellahsene §
1 2011214
e . Y k.
Certified By: e,
AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
EE'GET CERTIFICATE OF ANALYSIS (V1)

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

Page 6 of 14
samples as received.



@ @ @ 'F Laboratories

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046

Certificate of Analysis
AGAT WORK ORDER: 19M484630

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:Adam Calvat

PROJECT: Howse Quarterly Surface Water
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

http://www.agatlabs.com

Total Extractable Metals
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW-
SAMPLE DESCRIPTION: NL-Q1-2019
SAMPLE TYPE: SW
DATE SAMPLED: 2019-06-20
Parameter Unit G/S RDL 311874

Aluminum Ho/L 5 95

Antimony Ho/L 1 <1

Silver Ho/L 0.2 <0.2

Arsenic Hg/L 0.3 <0.3

Barium Ho/L 2 <2

Beryllium Ho/L 1 <1

Bismuth ug/L 1 <1

Boron Ho/L 40 <40

Cadmium Ho/L 0.2 <0.2

Calcium Hg/L 100 1070

Chromium Ho/L 1 <1

Cobalt Hg/L 0.5 <0.5

Copper Ho/L 1 <1

Tin Ho/L <5

Iron Mg/l 60 184

Magnesium Hg/L 100 834

Manganese Mg/l 1 11

Mercury Hg/L 0.01 0.02

Molybdenum Ho/L 1 <1

Nickel Ho/L 1 <1

Lead Mg/l 0.5 <0.5

Potassium Hg/L 100 179

Selenium Ho/L 1 <1

Sodium Ho/L 200 470

Strontium Ho/L 10 <10

Thallium Ho/L 1 <1

Titanium Ho/L <3
s <Original signed by>
{Amar Be;lahseneé
1 2011214

Certified By: \ e )

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EE'GET CERTIFICATE OF ANALYSIS (V1)

Page 7 of 14

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

samples as received.



9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

Certificate of Analysis
CANADA H4S 1V9

TEL (514)337-1000

@ @ @ i | Laboratories AGAT WORK ORDER: 19M484630 TEL (1371000
PROJECT: Howse Quarterly Surface Water http://www.agatlabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

SAMPLED BY:Adam Calvat
Total Extractable Metals
DATE RECEIVED: 2019-06-25 DATE REPORTED: 2019-08-07
HOW-
SAMPLE DESCRIPTION: NL-Q1-2019
SAMPLE TYPE: SwW
DATE SAMPLED: 2019-06-20
Parameter Unit G/S RDL 311874
Uranium Ho/L 0.5 <0.5
Vanadium Ho/L 1 <1
Zinc Ho/L 3 11
Hardness pg/L - CaCO3 1000 6110
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

307536-311874  Elevated RDLs indicate the degree of sample dilutions prior to the analysis to keep analytes within the calibration range or reduce matrix interference.

/<@ “*<Original signed by>

§ Amar Bellahsenc

"

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
Page 8 of 14

signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EE'GET CERTIFICATE OF ANALYSIS (V1)
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
samples as received.



9770 ROUTE TRANSCANADIENNE

ST. LAURENT, QUEBEC

@ @ @ﬁ L b . CANADA H4S 1v9
TEL (514)337-1000

aboratories FAX (514)333-3046

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M484630
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:Adam Calvat SAMPLING SITE:HOWSE
Water Analysis
RPT Date: 2019-08-07 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acceptable Acceptable Acceptable
| Meth M imi imi imi
PARAMETER Batch Salrgp © | bup#1 | Dup#2 | RPD Be;;nid di?:lﬂ:ee Limits Recovery Limits Recovery Limits

Lower | Upper Lower | Upper Lower | Upper
Total Extractable Metals
Aluminum 304598 87 85 2.3% <5 106% 80% 120% 100% 80% 120% NA 80% 120%
Antimony 304598 <1 <1 NA <1 106% 80% 120% 97% 80% 120% 118% 80% 120%
Silver 304598 <0.2 <0.2 NA <0.2 NA 80% 120% 100% 80% 120% 105% 80% 120%
Arsenic 304598 <0.3 <0.3 NA <0.3 102% 80% 120% 102% 80% 120% NA 80% 120%
Barium 304598 12 12 0.0% <2 90% 80% 120% 90% 80% 120% NA 80% 120%
Beryllium 304598 <1 <1 NA <1 108% 80% 120% 105% 80% 120% NA 80% 120%
Bismuth 304598 <1 <1 NA <1 NA 80% 120% 103% 80% 120% 104% 80% 120%
Boron 304598 59 59 NA <40 120% 80% 120% 100% 80% 120% NA 80% 120%
Cadmium 304598 <0.2 <0.2 NA <0.2 103% 80% 120% 101% 80% 120% NA 80% 120%
Calcium 304598 9290 9640 3.7% <100 98% 80% 120% 100% 80% 120% NA 80% 120%
Chromium 304598 1 1 NA <1 111% 80% 120% 100% 80% 120% 109% 80% 120%
Cobalt 304598 <0.5 <0.5 NA <05 104% 80% 120% 100% 80% 120% 102% 80% 120%
Copper 304598 17 17 0.0% <1 105% 80% 120% 99% 80% 120% NA 80% 120%
Tin 304598 <5 <5 NA <5 NA 80% 120% 101% 80% 120% 104% 80% 120%
Iron 304598 61 61 NA <60 104% 80% 120% 102% 80% 120% NA 80% 120%
Magnesium 304598 1970 2020 2.5% <100 110% 80% 120% 96% 80% 120% NA 80% 120%
Manganese 304598 11 11 0.0% <1 104% 80% 120% 97% 80% 120% NA 80% 120%
Mercury 1 NA NA 0.0% <0.01 89% 80% 120% 94% 80% 120% NA 80% 120%
Molybdenum 304598 <1 <1 NA <1 103% 80% 120% 101% 80% 120% 108% 80% 120%
Nickel 304598 1 1 NA <1 106% 80% 120% 98% 80% 120% 115% 80% 120%
Lead 304598 0.7 0.7 NA <0.5 101% 80% 120% 104% 80% 120% 91% 80% 120%
Potassium 304598 557 567 1.8% <100 110% 80% 120% 96% 80% 120% 113% 80% 120%
Selenium 304598 <1 <1 NA <1 107% 80% 120% 102% 80% 120% NA 80% 120%
Sodium 304598 8650 9070 4.7% <200 114% 80% 120% 97% 80% 120% NA 80% 120%
Strontium 304598 32 32 NA <10 101% 80% 120% 101% 80% 120% 110% 80% 120%
Thallium 304598 <1 <1 NA <1 100% 80% 120% 103% 80% 120% 104% 80% 120%
Titanium 304598 <3 <3 NA <3 NA 80% 120% 100% 80% 120% 113% 80% 120%
Uranium 304598 <0.5 <0.5 NA <0.5 99% 80% 120% 103% 80% 120% 103% 80% 120%
Vanadium 304598 2 2 NA <1 107% 80% 120% 102% 80% 120% 107% 80% 120%
Zinc 304598 249 257 3.2% <3 107% 80% 120% 99% 80% 120% NA 80% 120%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses

Alkalinity 307838 32.0 32.8 2.5% <15 96% 80% 120% 92% 80% 120% 87% 80% 120%
Ammonia Nitrogen 292619 627 638 1.7% <0.02 119% 80% 120% 96% 80% 120% NA 80% 120%
Bicarbonate 307838 32.0 32.8 2.5% <15 NA 80% 120% NA 80% 120% NA 80% 120%
Carbonate 307838 <15 <15 NA <15 NA 80% 120% NA 80% 120% NA 80% 120%
Dissolved Organic Carbon 1 NA NA 0.0% <030 111% 80% 120% 106% 80% 120%  NA 80% 120%
EGET QUALITY ASSURANCE REPORT (V1) Page 9 of 14

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The
results relate only to the samples analyzed. Results apply to samples as received.



9770 ROUTE TRANSCANADIENNE
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M484630
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:Adam Calvat SAMPLING SITE:HOWSE
Water Analysis (Continued)
RPT Date: 2019-08-07 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acceptable Acceptable Acceptable
I Meth M imi imi imi
PARAMETER Batch Salrgp © | bup#1 | Dup#2 | RPD Be;;nid di?:lﬂ:ee Limits Recovery Limits Recovery Limits

Lower | Upper Lower | Upper Lower | Upper
Chloride 306246 <0.5 <0.5 NA <0.5 99% 80% 120% 88% 80% 120% 89% 80% 120%
Conductivity (25 Celsius) 316798 631 636 0.8% <2 103% 80% 120% 85% 80% 120% 103% 80% 120%
True Colour 1 <5 80% 120% 80% 120% 80% 120%
Total Suspended Solids 309279 8 9 NA <2 99% 80% 120%  NA 105% 80% 120%
Nitrate 306246 <0.02 <0.02 NA <0.02 99% 80% 120% 100% 80% 120% 101% 80% 120%
Nitrite 306246 <0.02 <0.02 NA <0.02 NA 80% 120% 95% 80% 120% 95% 80% 120%
ortho-Phosphate 304010 17.8 17.9 0.6% <0.02 104% 80% 120% 90% 80% 120% NA 80% 120%
pH 310589 6.23 6.23 0.0% 100% 80% 120% 99% 80% 120% NA
Total Phenols 307536 307536 0.003 0.003 NA <0.002 86% 80% 120% 110% 80% 120% 80% 80% 120%
Reactive silica 307536 307536 4.81 4.80 0.2% <0.05 113% 90% 110% 120% 70% 130% 107% 70% 130%
Dissolved Solids 312162 58 58 0.0% <10 102% 80% 120%  NA 106% 80% 120%
Sulfate 306246 1.8 1.8 NA <0.5 101% 80% 120% 97% 80% 120% 98% 80% 120%
Turbidity 311874 6.7 6.7 0.0% <0.2 118% 80% 120% 100% 80% 120% 107% 80% 120%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses
Reactive silica 311867 3.152 3.16 03% <0.05 102% 90% 110% 111% 70% 130% NA 70% 130%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses
Reactive silica 311867 3.152 3.16 03% <005 102% 90% 110% 111% 70% 130% NA 70% 130%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses
Reactive silica 311867 3.152 3.16 03% <0.05 102% 90% 110% 111% 70% 130% NA 70% 130%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

EGET QUALITY ASSURANCE REPORT (V1) Page 10 of 14
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results relate only to the samples analyzed. Results apply to samples as received.
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M484630
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:Adam Calvat SAMPLING SITE:HOWSE
Water Analysis (Continued)
RPT Date: 2019-08-07 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc_epyable Acc_ep_table
PARAMETER Batch Salrgple Dup#l | Dup#2 | RPD MBE’;?n?(d ’\gei?;ﬂ:: Limits Recovery Limits Recovery Limits
Lower | Upper Lower | Upper Lower | Upper
Inorganic Analyses
Reactive silica 311867 3.152 3.16 0.3% <0.05 102% 90% 110% 111% 70% 130% NA 70% 130%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses
Reactive silica 311867 3.152 3.16 03% <0.05 102% 90% 110% 111% 70% 130% NA 70% 130%
Total Sulfide 312492 0.61 0.62 0.0% <0.02 92% 80% 120% 90%  80% 120%  NA 80% 120%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

Inorganic Analyses
Reactive silica 311867 3.152 3.16 03% <0.05 102% 90% 110% 111% 70% 130% NA 70% 130%
Total Sulfide 290306 0.043 0.047 0.0% <0.02 97% 80% 120% 91% 80% 120% 108% 80% 120%

Comments: NA : Non applicable

If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

NA as the percent recovery for the matrix spike indicates that the result is not provided due to the heterogeneity of the sample or the spiked analyte concentration was lower
than the matrix contribution.

NA in the spiked blank or CRM indicates that it is not required by the procedure.

The percent recovery of the CRM may be outside of the acceptability criteria of 80-120%, if conform to the criteria provided on the Certificate of Analysis of the reference
material.

<Original signed by>

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All
electronic signatures on AGAT certificates are password protected and all signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.
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SAMPLED BY:Adam Calvat

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
PROJECT: Howse Quarterly Surface Water

9770 ROUTE TRANSCANADIENNE

ST. LAURENT, QUEBEC
CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

AGAT WORK ORDER: 19M484630
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

DATE DATE LITERATURE ANALYTICAL
PARAMETER PREPARED | ANALYZED AGATS.OP REFERENCE TECHNIQUE
Water Analysis
Alkalinity 2019-07-04  2019-07-04 L':l]g?c_rt%}tfc?ggFMDDELcc MA. 315 - Alc-Aci 1.0 TITRATION
Ammonia Nitrogen 2019-07-10  2019-07-10  INOR-101-6051F MA. 303 - N 2.0 COLORIMETRY
Total Kjeldahl Nitrogen 2019-07-18  2019-07-18  INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
Bicarbonate 2019-07-04  2019-07-04  INOR-101-6000F MA. 315 - Alc-Aci 1.0 TITRATION
Carbonate 2019-07-04  2019-07-04  INOR-101-6000F MA. 315 - Alc-Aci 1.0 TITRATION
Dissolved Organic Carbon 2019-07-05  2019-07-05 L’}'}g&rt%}tf:ﬁgFMDDELCC MA.300-C1.0 INFRARED DETECTION
Chioride 2019-07-06  2019-07-06  INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Conductivity (25 Celsius) 2019-07-03  2019-07-03  INOR-101-6016F MA.115-Cond. 1.1 CONDUCTIVIMETER
True Colour 2019-06-28  2019-06-28  INOR-101-6046F MA. 103 - Col 2.0 SPECTROPHOTOMETRY
Total Suspended Solids 2019-07-02  2019-07-03  INOR-101-6028F MA. 115-S.S. 1.2 GRAVIMETRY
Nitite + Nitrate INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrate 2019-07-06  2019-07-06  INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrite 2019-07-06  2019-07-06  INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
ortho-Phosphate 2019-08-02  2019-08-02  INOR-101-6052F MA.300-P 1.1 COLORIMETRY
Dissolved Oxygen 2019-07-05 2019-07-05 Special SM 4500-O G . 21 iéme ed. ELECTROMETRIC
pH 2019-06-28  2019-06-28  INOR-101-6021F MA. 100 - pH 1.1 ELECTROMETRIC
Total Phenols 2019-07-05  2019-07-05  INOR-101-6062F MA. 404 - 1. Phé 2.2 COLORIMETRY
Total Phosphorus 2019-07-17  2019-07-17  INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
Reactive silica 2019-07-25  2019-08-05 O LOLEORE TN AQ2 EPA-122ARevS  COLORIMETRY
Dissolved Solids 2019-07-11 INOR-101-6054F MA.115-S.D. 1.0 GRAVIMETRY
Sulfate 2019-07-06  2019-07-06  INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Total Sulfide 2019-07-04  2019-07-05  INOR-101-6055F MA.300-S 1.2 SPECTROPHOTOMETRY
Turbidity 2019-06-28  2019-06-28  INOR-101-6044F MA.103 Tur.1.0 NEPHELOMETER
Aluminum 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Antimony 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Silver 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Arsenic 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Barium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Berylium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Bismuth 2019-07-02  2019-07-03 gﬂcli:éégég?g&ﬂ%ogacc MA. 200 - Mét 1.2 ICP/MS
Boron 2019-07-02  2019-07-03 l’:AnEI-E-Clrgéi_t?e}jos;lz'l\/lDDELCC MA. 200 - Mét 1.2 ICP/MS
Cadmium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Calcium 2019-07-02  2019-07-03 Eﬂn?c_clrgclﬁ_t?atos;}\/lDDELcc MA. 200 - Met 1.2 ICPIMS
Chromium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Cobalt 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Copper 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Tin 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Iron 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Magnesium 2019-07-02  2019-07-03 rni_clrgéi_tihot?;}leDELcc MA. 200 - Met 1.2 ICPIMS
Manganese 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICPIMS
Mercury 2019-07-02  2019-07-02  MET-101-6102F MA. 200 Hg 1.1 COLD VAPOR/AA
Molybdenum 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICPIMS
Nickel 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICPIMS
Lead 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICPIMS
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Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M484630
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:Adam Calvat SAMPLING SITE:HOWSE
DATE DATE LITERATURE ANALYTICAL
PARAMETER PREPARED | ANALYZED AGAT S.0.P REFERENCE TECHNIQUE

MET-101-6105F, non

Potassium 2019-07-02 2019-07-03 accrédité par le MDDELCC MA. 200 - Mét 1.2 ICP/MS
Selenium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/IMS
Sodium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
Strontium 2019-07-02  2019-07-03  MET-101-6105F, non MA. 200 - Mét 1.2 ICPIMS

accrédité par le MDDELCC
Thallium 2019-07-02 2019-07-03 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
MET-101-6105F, non

Titanium 2019-07-02  2019-07-03  oocranisvarie MDDELCC MA- 200 - Mét 1.2 ICP/MS
. MET-101-6105F, ]
Uranium 201907-02  2019-07-03 o o il by MDDELCC MA- 200 - Mét 1.2 ICP/MS
Vanadium 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
zinc 2019-07-02  2019-07-03  MET-101-6105F MA. 200 - Met 1.2 ICP/MS
MET-101-6105F,
Hardness 201907-03  2019-07-03 o o e by MDDELCC MA- 200 - Met 1.2 ICP/MS
@ Ga@T METHOD SUMMARY (V1) Page 13 of 14
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: Howse Quarterly Surface water
AGAT WORK ORDER: 19M509629
WATER ANALYSIS REVIEWED BY: Marie-Flora Coustou, Report Writer
DATE REPORTED: 2019-09-27
VERSION*: 1
PAGES (INCLUDING COVER): 12

Should you require any information regarding this analysis please contact your client services representative at (514) 337-1000

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

aaGaT Laboratories (V1) Page 1 of 12
Measurement Uncertainty is not taken into consideration when stating conformity with a specified requirement. This version replaces and cancels all previous versions, if applicable.
Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to samples

as received.
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Certificate of Analysis ST. LAURENT, QUEBEC
ﬁ |: CANADA H4S 1V9
@ @ @ L.aboratories AGAT WORK ORDER: 19M509629 TEL (514)337-1000

FAX (514)333-3046
PROJECT: Howse Quarterly Surface water hnp:,,wwmf_ag;“abs_com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY: SAMPLING SITE:
Tata Steel - QC Package - Metals
DATE RECEIVED: 2019-08-24 DATE REPORTED: 2019-09-27
SAMPLE DESCRIPTION:  HOW- SW1 HOW- SW2 HOW- SW3 HOW- sw4 HOW- SW5 HOW-BC
SAMPLE TYPE: SW SW SW Sw SW Sw
DATE SAMPLED:  2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23
Parameter Unit G/S RDL 470858 RDL 470898 RDL 470899 470900 470901 470902

Mercury Ho/L 0.1 <0.1 0.1 <0.1 0.1 <0.1 <0.1 <0.1 <0.1
Total Phosphorus pg/L - P 20 <20 20 <20 20 <20 <20 <20 47
Aluminum Hg/L 10 <10 10 116 10 92 <10 16 177
Antimony Ho/L 1 <1 5 <5 1 <1 <1 <1 1
Silver Hg/L 0.2 <0.2 0.2 <0.2 0.2 <0.2 <0.2 <0.2 <0.2
Arsenic Ho/L 1 <1 1 <1 1 <1 <1 <1 <1
Barium Ho/L 5 <5 5 <5 5) <5 <5 <5 <5
Beryllium pg/L 500 <500 500 <500 500 <500 <500 <500 <500
Boron Hg/L 40 <40 40 <40 40 <40 <40 <40 <40
Bismuth Ho/L 1 <1 1 <1 1 <1 <1 <1 <1
Cadmium Ho/L 0.5 <0.5 0.5 <0.5 0.5 <0.5 <0.5 <0.5 <0.5
Calcium Ho/L 100 2570 100 578 100 353 2090 233 404
Chromium Ho/L 1 <1 1 <1 1 1 <1 1 1
Cobalt Hg/L 0.5 <0.5 0.5 <0.5 0.5 <0.5 <0.5 <0.5 <0.5
Copper Ho/L 1 <1 1 <1 1 <1 <1 <1 1
Total hardness pg/L - CaCO3 1000 14570 1000 2670 1000 1710 12690 1280 2360
Tin mg/L 0.5 <0.5 0.5 <0.5 0.5 <0.5 <0.5 <0.5 <0.5
Iron Ho/L 70 <70 70 948 70 229 <70 170 327
Manganese Hg/L 1 7 1 147 1 31 1 9 21
Molybdenum Ho/L 1 <1 1 <1 1 <1 <1 <1 <1
Nickel Ho/L 1 <1 1 2 1 <1 <1 <1 <1
Lead Hg/L 1 <1 1 <1 1 <1 <1 <1 <1
Potassium Hg/L 100 218 100 <100 100 <100 128 <100 <100
Strontium Ho/L 10 <10 10 <10 10 <10 <10 <10 <10
Thallium Ho/L 1 <1 1 <1 1 <1 <1 <1 <1
Titanium Hg/L 3 <3 3 <3 3 <3 <3 <3 <3
Uranium Ho/L 0.5 <0.5 0.5 <0.5 0.5 <0.5 <0.5 <0.5 <0.5
Vanadium Ho/L 1 <1 1 <1 1 1 <1 1 <1

@ =y
{ureron oo <OFiginal signed by>

I

Certified By:
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@ @ @ 'F Laboratories

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

Certificate of Analysis

AGAT WORK ORDER: 19M509629

PROJECT: Howse Quarterly Surface water
ATTENTION TO: Mariana Trindade
SAMPLING SITE:

Tata Steel - QC Package - Metals

DATE RECEIVED: 2019-08-24

DATE REPORTED: 2019-09-27

SAMPLE DESCRIPTION: HOW- SW1 HOW- SW2 HOW- SW3 HOW- SW4 HOW- SW5 HOW-BC
SAMPLE TYPE: SW SW SW SW SW SW
DATE SAMPLED:  2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23
Parameter Unit G/S RDL 470858 RDL 470898 RDL 470899 470900 470901 470902
Zinc pg/L 3 3 3 5 3 3 3 <3 19
Magnesium ug/L 100 1980 100 297 100 200 1810 169 327
Selenium Ho/L 1 <1 1 <1 1 <1 <1 <1 <1
Sodium ug/L 200 705 200 464 200 390 567 426 690

&% <Original signed by>
ie-Flora Coustol
15119

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
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This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
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@ @ @ ﬁ Laboratories

Certificate of Analysis

AGAT WORK ORDER: 19M509629
PROJECT: Howse Quarterly Surface water

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9
TEL (514)337-1000
FAX (514)333-3046
http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:

ATTENTION TO: Mariana Trindade
SAMPLING SITE:

Tata Steel - QC Package - Metals

DATE RECEIVED: 2019-08-24

DATE REPORTED: 2019-09-27

HOW-NL
(HOW-ML SUR
SAMPLE DESCRIPTION: HOW-BL HOW-TL BOUTEILLES)
SAMPLE TYPE: SW SW SW
DATE SAMPLED:  2019-08-23 2019-08-23 2019-08-23
Parameter Unit G/S RDL 470903 470904 470905

Mercury Mg/l 0.1 <0.1 <0.1 <0.1
Total Phosphorus pg/L - P 20 1202 <20 <20
Aluminum Ho/L 10 <10 12 31
Antimony Ho/L 1 <1 <1 <1
Silver Ho/L 0.2 <0.2 <0.2 <0.2
Arsenic Ho/L 1 <1 <1 <1
Barium Ho/L 5 <5 <5 <5
Beryllium Ho/L 500 <500 <500 <500
Boron Mg/l 40 <40 <40 <40
Bismuth Ho/L 1 <1 <1 <1
Cadmium Mg/l 0.5 <0.5 <0.5 <0.5
Calcium Hg/L 100 4130 3070 1770
Chromium Ho/L 1 <1 1 <1
Cobalt Hg/L 0.5 <0.5 <0.5 <0.5
Copper Ho/L 1 <1 <1 <1
Total hardness pg/L - CaCO3 1000 22640 17380 9610
Tin mg/L 0.5 <0.5 <0.5 <0.5
Iron Ho/L 70 <70 <70 <70
Manganese Ho/L 1 2 8 4
Molybdenum Ho/L 1 <1 <1 <1
Nickel Ho/L 1 <1 <1 <1
Lead Ho/L 1 <1 <1 <1
Potassium Hg/L 100 231 229 <100
Strontium Ho/L 10 <10 <10 <10
Thallium Ho/L 1 <1 <1 <1
Titanium Hg/L 3 <3 <3 <3

L
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EMC ' <Original signed by>
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@ @ @ 'F Laboratories

Certificate of Analysis

AGAT WORK ORDER: 19M509629
PROJECT: Howse Quarterly Surface water

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:

ATTENTION TO: Mariana Trindade
SAMPLING SITE:

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9
TEL (514)337-1000
FAX (514)333-3046
http://www.agatlabs.com

Tata Steel - QC Package - Metals

DATE RECEIVED: 2019-08-24

DATE REPORTED: 2019-09-27

HOW-NL
(HOW-ML SUR
SAMPLE DESCRIPTION: HOW-BL HOW-TL BOUTEILLES)
SAMPLE TYPE: sSwW sSwW sSwW
DATE SAMPLED:  2019-08-23 2019-08-23 2019-08-23
Parameter Unit G/S RDL 470903 470904 470905
Uranium Mg/l 0.5 <0.5 <0.5 <0.5
Vanadium Ho/L 1 <1 <1 <1
Zinc Ho/L 3 <3 3 <3
Magnesium Ho/L 100 3000 2360 1260
Selenium Ho/L 1 <1 <1 <1
Sodium ug/L 200 802 660 258
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

ie-Flora Coustou

15119 y

Certified By:

<Original signed by>

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EEGET CERTIFICATE OF ANALYSIS (V1)
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samples as received.
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9770 ROUTE TRANSCANADIENNE

Certificate of Analysis ST. LAURENT, QUEBEC
ﬁ |: CANADA H4S 1V9
@ @ @ L.aboratories AGAT WORK ORDER: 19M509629 TEL (514)337-1000

FAX (514)333-3046

PROJECT: Howse Quarterly Surface water http://www.agatiabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY: SAMPLING SITE:
Tata Steel - QC Packages - Conventionals
DATE RECEIVED: 2019-08-24 DATE REPORTED: 2019-09-27
SAMPLE DESCRIPTION: HOW- SW1 HOW- Sw2 HOW- SW3 HOW- Sw4 HOW- SW5 HOW-BC HOW-BL HOW-TL
SAMPLE TYPE: SW SW SW SW SW SW SW SW
DATE SAMPLED:  2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23 2019-08-23
Parameter Unit G/S RDL 470858 470898 470899 470900 470901 470902 470903 470904

Conductivity (Salinity - mS/cm) mS/cm 2 <2 <2 <2 <2 <2 <2 <2 <2
Dissolved Organic Carbon mg/L 0.30 0.88 5.80 6.42 0.99 1.68 7.30 0.52 1.05
Dissolved Oxygen mg/L 3 11 9 9 10 8 9 11 10
Ammonia Nitrogen mg/L - N 0.02 0.12 0.05 0.09 0.04 0.11 0.06 0.06 0.06
Total Kjeldahl Nitrogen mg/L - N 0.3 <0.3 0.7 0.8 <0.3 0.7 1.0 0.4 1.2
pH pH NA 6.92 5.89 5.14 6.81 6.36 5.32 6.91 7.40
Reactive Silica mg/L 0.05 4.31 4.66 2.17 3.89 0.61 4.44 5.37 4.22
Alkalinity mg/L - CaCO3 15 12.2 <15 <15 10.3 <1.5 1.7 25.6 16.5
Chloride mg/L 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Nitrite + Nitrate mg/L - N 0.04 0.13 <0.04 <0.04 0.19 <0.04 <0.04 <0.04 0.04
Nitrate mg/L - N 0.02 0.13 <0.02 <0.02 0.19 <0.02 <0.02 <0.02 0.04
Nitrite mg/L - N 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
Sulfate mg/L 0.5 2.2 <0.5 <0.5 25 <0.5 <0.5 2.0 2.2
Total Suspended Solids mg/L 2 <2 <2 <2 <2 <2 <2 <2 <2
Total Dissolved Solids mg/L 10 28 20 22 16 12 30 24 18
Total Sulfide mg/L S-2 0.02 <0.02 0.13 0.27 <0.02 <0.02 0.06 <0.02 0.07
Total Phenols (colorimetry) mg/L 0.002 0.003 0.009 0.005 0.003 0.003 0.005 0.003 0.003
Total Phosphorus mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 0.05 1.20 <0.02
ortho-Phosphate mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
True Colour TCU 5 26.0 65.6 44.0 256 36.0 79.8 18.5 20.0
Turbidity NTU 0.2 0.6 13 0.3 0.3 0.9 0.5 0.2 0.7
Bicarbonate mg/L - CaCO3 15 12.2 <15 <15 10.3 <15 1.7 25.6 16.5
Carbonate mg/L - CaCO3 15 <15 <15 <15 <15 <15 <15 <15 <15

N
PN <Origi . S
A Original signed by

Certified By: N

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
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9770 ROUTE TRANSCANADIENNE

@ ,F Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4S 1V9

1 AGAT WORK ORDER: 19M509629 -
@ @ Laboratories e s

PROJECT: Howse Quarterly Surface water http://www.agatiabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY: SAMPLING SITE:
Tata Steel - QC Packages - Conventionals
DATE RECEIVED: 2019-08-24 DATE REPORTED: 2019-09-27
HOW-NL
(HOW-ML SUR
SAMPLE DESCRIPTION: BOUTEILLES)
SAMPLE TYPE: SW
DATE SAMPLED: 2019-08-23
Parameter Unit G/S RDL 470905

Conductivity (Salinity - mS/cm) mS/cm 2 <2
Dissolved Organic Carbon mg/L 0.30 2.26
Dissolved Oxygen mg/L 3 10
Ammonia Nitrogen mg/L - N 0.02 0.07
Total Kjeldahl Nitrogen mg/L - N 0.3 0.4
pH pH NA 6.95
Reactive Silica mg/L 0.05 0.91
Alkalinity mg/L - CaCO3 15 6.3
Chloride mg/L 0.5 <0.5
Nitrite + Nitrate mg/L - N 0.04 <0.04
Nitrate mg/L - N 0.02 <0.02
Nitrite mg/L - N 0.02 <0.02
Sulfate mg/L 0.5 25
Total Suspended Solids mg/L 2 <2
Total Dissolved Solids mg/L 10 30
Total Sulfide mg/L S-2 0.02 <0.02
Total Phenols (colorimetry) mg/L 0.002 0.003
Total Phosphorus mg/L - P 0.02 <0.02
ortho-Phosphate mg/L - P 0.02 <0.02
True Colour TCU 5 40.3
Turbidity NTU 0.2 14
Bicarbonate mg/L - CaCO3 15 6.3
Carbonate mg/L - CaCO3 15 <15
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard
470858 Holding time passed for pH and Colour.

L

WIS :
/; <Original signed by>
§ Marie-Flora Cousto

Certified By: N
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9770 ROUTE TRANSCANADIENNE

ST. LAURENT, QUEBEC

@ @ @ﬁ L b . CANADA H4S 1v9
TEL (514)337-1000

aboratories FAX (514)333-3046

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M509629
PROJECT: Howse Quarterly Surface water ATTENTION TO: Mariana Trindade
SAMPLED BY: SAMPLING SITE:
Water Analysis
RPT Date: 2019-09-27 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc»ep_table Acc_ep_table
PARAMETER Batch Salrgp'e Dup#l | Dup#2 | RPD MBﬁ:]nokd ’\(’j'e\?;ﬂf Limits | Recovery| __HIMS | Recovery| __Limits

Lower | Upper Lower | Upper Lower | Upper
Tata Steel - QC Package - Metals
Mercury 470858 470858 <0.1 <0.1 NA <0.1 99% 80% 120% 105% 80% 120% 100% 80% 120%
Total Phosphorus 470858 <20 <20 NA <20 95% 80% 120% 95% 80% 120% NA 80% 120%
Aluminum 466776 59 62 5.0% <10 103% 80% 120% 107% 80% 120% NA 80% 120%
Antimony 466776 <1 <1 NA <1 109% 80% 120% 90% 80% 120% NA 80% 120%
Silver 466776 0.3 0.3 NA <0.2 NA 80% 120% 95% 80% 120% 85% 80% 120%
Arsenic 466776 <1 <1 NA <1 98% 80% 120% 97%  80% 120% 116% 80% 120%
Barium 466776 28 29 3.5% <5 90% 80% 120% 91% 80% 120%  NA 80% 120%
Beryllium 466776 <500 <500 NA <500 89% 80% 120% 86%  80% 120% 107% 80% 120%
Boron 466776 <40 <40 NA <40 89% 80% 120% 100% 80% 120%  NA 80% 120%
Bismuth 466776 <1 <1 NA <1 NA  80% 120% 92%  80% 120% 118% 80% 120%
Cadmium 466776 <0.5 <0.5 NA <0.5 98% 80% 120% 98%  80% 120% NA 80% 120%
Calcium 466776 34400 34200 0.6% <100 96% 80% 120% 85% 80% 120% NA 80% 120%
Chromium 466776 <1 1 NA <1 99% 80% 120% 97% 80% 120% 107% 80% 120%
Cobalt 466776 <0.5 <0.5 NA <0.5 93% 80% 120% 94% 80% 120% 102% 80% 120%
Copper 466776 804 814 1.2% <1 102% 80% 120% 113% 80% 120% NA 80% 120%
Tin 466776 <0.5 <0.5 NA <0.5 NA 80% 120% 94% 80% 120% NA 80% 120%
Iron 466776 127 130 NA <70 104% 80% 120% 103% 80% 120% NA 80% 120%
Manganese 466776 10 10 0.0% <1 95% 80% 120% 100% 80% 120% 119% 80% 120%
Molybdenum 466776 1 1 NA <1 96% 80% 120% 96% 80% 120% 110% 80% 120%
Nickel 466776 17 17 1.4% <1 102% 80% 120% 108% 80% 120% NA 80% 120%
Lead 466776 <1 <1 NA <1 107% 80% 120% 102% 80% 120% 112% 80% 120%
Potassium 466776 1690 1690 0.1% <100 82% 80% 120% 83% 80% 120% NA 80% 120%
Strontium 466776 171 172 0.6% <10 103% 80% 120% 104% 80% 120% NA 80% 120%
Thallium 466776 <1 <1 NA <1 101% 80% 120% 100% 80% 120% 118% 80% 120%
Titanium 466776 <3 3 NA <3 NA 80% 120% 89% 80% 120% 118% 80% 120%
Uranium 466776 <0.5 <0.5 NA <0.5 100% 80% 120% 102% 80% 120% NA 80% 120%
Vanadium 466776 <1 <1 NA <1 97% 80% 120% 97% 80% 120% 109% 80% 120%
Zinc 466776 5 6 NA <3 99% 80% 120% 96% 80% 120% NA 80% 120%
Magnesium 466776 8380 8400 0.2% <100 87% 80% 120% 92% 80% 120% NA 80% 120%
Selenium 466776 <1 <1 NA <1 96% 80% 120% 102% 80% 120% 113% 80% 120%
Sodium 466776 34000 33700 0.9% <200 93% 80% 120% 94% 80% 120%  NA 80% 120%
Tata Steel - QC Packages - Conventionals
Conductivity (Salinity - mS/cm) 470858 <2 <2 NA <2 104% 80% 120% 105% 80% 120% 97%  80% 120%
Dissolved Organic Carbon 1 NA NA 0.0% <0.30 97% 80% 120% 118% 80% 120% NA 80% 120%
Ammonia Nitrogen 484672 1.19 1.21 1.7% <0.02 112% 80% 120% 82%  80% 120%  NA 80% 120%
Total Kjeldahl Nitrogen 478636 113 122 7.7% <0.3 117% 80% 120% 112% 80% 120%  NA 80% 120%
pH 470688 9.46 9.49 0.3% 100% 80% 120% 100% 80% 120%  NA
Reactive Silica 462306 <0.05 <0.05 0.0% <0.05 88% 80% 120% 91% 80% 120% 92%  80% 120%
Alkalinity 470858 470858 12.2 12.4 1.6% <15 95% 80% 120% 101% 80% 120% 97% 80% 120%
Chloride 470858 470858 <0.5 <0.5 NA <0.5 89% 80% 120% 86% 80% 120% 88% 80% 120%
Nitrate 470858 470858 0.13 0.15 14.3% <0.02 88% 80% 120% 101% 80% 120% 102% 80% 120%
EGE T QUALITY ASSURANCE REPORT (V1) Page 8 of 12
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9770 ROUTE TRANSCANADIENNE

ST. LAURENT, QUEBEC

@ @ @ﬁ L b . CANADA H4S 1v9
TEL (514)337-1000

aboratories FAX (514)333-3046

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M509629
PROJECT: Howse Quarterly Surface water ATTENTION TO: Mariana Trindade
SAMPLED BY: SAMPLING SITE:
Water Analysis (Continued)
RPT Date: 2019-09-27 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc»ep_table Acc_ep_table
PARAMETER Batch Salrgp'e Dup#1 | Dup#2 | RPD MBﬁ:]nokd ’\(’j'e\?;tf Limits | Recovery| __HIMS | Recovery| __Limits

Lower| Upper Lower | Upper Lower | Upper
Nitrite 470858 470858  <0.02 <0.02 NA <0.02 NA  80% 120% 93% 80% 120% 93% 80% 120%
Sulfate 470858 470858 2.2 2.2 NA <05 92% 80% 120% 97% 80% 120% 96% 80% 120%
Total Suspended Solids 479185 15 14 6.9% <2 103% 80% 120% NA 106% 80% 120%
Total Dissolved Solids 470758 12 28 NA <10 103% 80% 120% NA 105% 80% 120%
Total Sulfide 470933 470933 <0.02 <0.02 NA <0.02 95% 80% 120% 97% 80% 120% 89% 80% 120%
Total Phenols (colorimetry) 470858 470858  0.003 0.003 NA <0.002 97% 80% 120% 110% 80% 120% 90% 80% 120%
Total Phosphorus 431065 <0.02 <002 00% <002 96% 80% 120% 91% 80% 120% 92%  80% 120%
ortho-Phosphate 510498 <0.02 <002 00% <002 88% 80% 120% 106% 80% 120% NA  80% 120%
True Colour 470858 470858  26.0 24.3 NA <5 116% 80% 120% 107% 80% 120% 106% 80% 120%
Turbidity 470858 470858 0.6 0.6 NA <0.2 103% 80% 120% 100% 80% 120% 100% 80% 120%
Bicarbonate 470858 470858  12.2 12.4 1.6% <15 NA 80% 120% NA  80% 120% NA  80% 120%
Carbonate 470858 470858 <15 <15 NA <15 NA  80% 120% NA  80% 120% NA  80% 120%
Tata Steel - QC Packages - Conventionals
Total Sulfide 470933 <0.02 <0.02 00% <0.02 95% 80% 120% 97% 80% 120% 89%  80% 120%

Y I .
* % <Original signed by>
§ Merle-Flora Coustou

y 201541 J

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All
electronic signatures on AGAT certificates are password protected and all signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.
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9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

@ @ @ ﬁ Laboratories

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
PROJECT: Howse Quarterly Surface water

AGAT WORK ORDER: 19M509629
ATTENTION TO: Mariana Trindade

SAMPLED BY: SAMPLING SITE:
DATE DATE LITERATURE ANALYTICAL
PARAMETER PREPARED | ANALYZED AGATS.OP REFERENCE TECHNIQUE
Water Analysis
Mercury 2019-08-28 2019-08-28 MET-101-6102F MA. 200 Hg 1.1 COLD VAPOR/AA
Total Phosphorus 2019-09-07 2019-09-07 INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
Aluminum 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Antimony 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Silver 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Arsenic 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Barium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Beryllium 2019-08-30 2019-08-30 MET-101-6107F MA. 200 - Mét 1.2 ICP/OES
MET-101-6105F, .
Boron 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
) MET-101-6105F, .
Bismuth 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Cadmium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Calcium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/MS
Chromium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Cobalt 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Copper 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
MET-101-6105F, .
Total hardness 2019-08-28 2019-08-29 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/IMS
Tin 2019-08-30 2019-08-30 MET-101-6107F MA. 200 - Mét 1.2 ICP/OES
Iron 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
Manganese 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
Molybdenum 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
Nickel 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
Lead 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/IMS
. MET-101-6105F, <
Potassium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Strontium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Thallium 2019-08-30  2019-08-30  MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
- MET-101-6105F, .
Titanium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Uranium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/MS
Vanadium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Zinc 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Magnesium 2019-08-30 2019-08-30 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/IMS
Selenium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Sodium 2019-08-30 2019-08-30 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Conductivity (Salinity - mS/cm) 2019-08-30 2019-08-30 INOR-101-6016F Standard Method 2520 CONDUCTIVIMETRY
. . INOR-101-6049F,
Dissolved Organic Carbon 2019-08-29 2019-08-29 unaccredited by MDDELCC MA.300-C1.0 INFRARED DETECTION
. INOR-101-6000F,
Dissolved Oxygen 2019-08-26 unaccredited by MDDELCC MA.315-DBO 1.1 DO METER
Ammonia Nitrogen 2019-09-09 2019-09-09 INOR-101-6051F MA. 303-N 2.0 COLORIMETRY
Total Kjeldahl Nitrogen 2019-09-11 2019-09-11 INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
pH 2019-08-26 2019-08-26 INOR-101-6021F MA. 100 - pH 1.1 ELECTROMETRY
. - INOR-101-6071F, non
Reactive Silica 2019-08-28 2019-08-28 accrédité MDDELCC AQ2 EPA-122A Rev 5 COLORIMETRY
- INOR-101-6000F, .
Alkalinity 2019-08-29 2019-08-29 unaccredited by MDDELCC MA. 315 - Alc-Aci 1.0 TITRATION

@ G@T METHOD SUMMARY (V1) Page 10 of 12

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The
results relate only to the samples analyzed. Results apply to samples as received.
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Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
PROJECT: Howse Quarterly Surface water

AGAT WORK ORDER: 19M509629
ATTENTION TO: Mariana Trindade

SAMPLED BY: SAMPLING SITE:
DATE DATE LITERATURE ANALYTICAL

PARAMETER PREPARED | ANALYZED AGATS.OP REFERENCE TECHNIQUE
Chloride 2019-08-27 2019-08-28 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrite + Nitrate 2019-08-28 2019-08-28 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrate 2019-08-27 2019-08-28 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrite 2019-08-27 2019-08-28 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Sulfate 2019-08-27 2019-08-28 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Total Suspended Solids 2019-08-29 2019-08-30 INOR-101-6028F MA.115-S.S. 1.2 GRAVIMETRY
Total Dissolved Solids 2019-08-28 INOR-101-6054F MA.115-S.D. 1.0 GRAVIMETRY
Total Sulfide 2019-08-29 2019-08-30 INOR-101-6055F MA.300-S 1.2 SPECTROPHOTOMETRY
Total Phenols (colorimetry) 2019-08-27 2019-08-27 INOR-101-6062F MA. 404 - |. Phé 2.2 COLORIMETRY
Total Phosphorus 2019-09-07 2019-09-07 INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
ortho-Phosphate 2019-09-17 2019-09-18 INOR-101-6052F MA.300-P 1.1 COLORIMETRY
True Colour 2019-08-28 2019-08-28 INOR-101-6046F MA. 103 - Col 2.0 SPECTROPHOTOMETRY
Turbidity 2019-08-27 2019-08-27 INOR-101-6044F MA.103 Tur.1.0 NEPHELOMETER
Bicarbonate 2019-08-29 2019-08-29 INOR-101-6000F MA. 315 - Alc-Aci 1.0 TITRATION
Carbonate 2019-08-29 2019-08-29 INOR-101-6000F MA. 315 - Alc-Aci 1.0 TITRATION

a<SGaT METHOD SUMMARY (V1) Page 11 of 12
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The
results relate only to the samples analyzed. Results apply to samples as received.
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@ @ @ﬁ L b . CANADA H4S 1v9
TEL (514)337-1000

aboratories FAX (514)333-3046
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: Howse Quarterly Surface Water
AGAT WORK ORDER: 19M521784
WATER ANALYSIS REVIEWED BY: Marie-Flora Coustou, Report Writer
DATE REPORTED: 2019-11-06
VERSION*: 1
PAGES (INCLUDING COVER): 12

Should you require any information regarding this analysis please contact your client services representative at (514) 337-1000

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

aaGaT Laboratories (V1) Page 1 of 12
Measurement Uncertainty is not taken into consideration when stating conformity with a specified requirement. This version replaces and cancels all previous versions, if applicable.
Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to samples

as received.
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:ADAM CALVERT

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

Certificate of Analysis

AGAT WORK ORDER: 19M521784

PROJECT: Howse Quarterly Surface Water
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

Tata Steel - QC Package - Metals
DATE RECEIVED: 2019-09-24 DATE REPORTED: 2019-11-06
HOW-SW1-Q4- HOW-SW2-Q4- HOW-SW3-Q4- HOW-SW4-Q4- HOW-SW5-Q4-
SAMPLE DESCRIPTION: 2019 2019 2019 2019 2019
SAMPLE TYPE: SW SW SW SW SwW
DATE SAMPLED:  2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23
Parameter Unit G/S RDL 557211 557314 557316 RDL 557317 RDL 557318
Mercury Ho/L 0.1 <0.1 <0.1 <0.1 0.1 <0.1 0.1 <0.1
Aluminum Ho/L 10 <10 92 63 10 <10 10 <10
Antimony Ho/L 1 <1 <1 <1 1 <1 1 <1
Silver Ho/L 0.2 <0.2 <0.2 <0.2 0.2 <0.2 0.2 <0.2
Arsenic Ho/L 1 <1 <1 <1 1 <1 1 <1
Barium Mg/l 5 <5 <5 <5 5 <5 5 <5
Beryllium Ho/L 1 <1 <1 <1 1 <1 1 <1
Bismuth ug/L 1 <1 <1 <1 1 <1 2 <2
Boron Hg/L 40 <40 <40 <40 40 <40 40 <40
Cadmium Mg/l 0.5 <0.5 <0.5 <0.5 2.0 <2.0 0.5 <0.5
Calcium Ho/L 100 2620 664 295 100 2200 100 221
Chromium Ho/L 1 <1 <1 <1 1 1 1 <1
Cobalt Mg/l 0.5 <0.5 0.5 <0.5 0.5 <0.5 0.5 <0.5
Copper Ho/L 1 <1 <1 <1 1 <1 1 <1
Total hardness pg/L - CaCO3 1000 16000 3330 1540 1000 15300 1000 1420
Tin Mg/l 5 <5 <5 <5 5 <5 5 <5
Iron Hg/L 70 <70 1190 115 70 <70 70 <70
Magnesium Ho/L 100 2300 406 195 100 2390 100 211
Manganese Hg/L 1 5 186 21 1 <1 1 4
Molybdenum Ho/L 1 <1 <1 <1 1 2 1 <1
Nickel Ho/L 1 <1 1 <1 1 <1 1 <1
Lead Ho/L 1 <1 <1 <1 1 <1 1 <1
Potassium Hg/L 100 340 112 106 100 320 100 <100
Selenium Ho/L 1 <1 <1 <1 1 <1 1 <1
Sodium Ho/L 200 651 607 597 200 642 200 498
Strontium Mg/l 10 <10 <10 <10 10 <10 10 <10
Thallium Ho/L 1 <1 <1 <1 1 <1 1 <1

A '\‘<Original signed by>
EMarie Flora (‘p::n
Certified By: \

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
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This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLED BY:ADAM CALVERT

9770 ROUTE TRANSCANADIENNE

Certificate of Analysis ST. LAURENT, QUEBEC

CANADA H4sS 1V9
AGAT WORK ORDER: 19M521784 TEL (514)337-1000
PROJECT: Howse Quarterly Surface Water hnpz,fm%;ﬁ:gﬁfgﬁ

ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

Tata Steel - QC Package - Metals

DATE RECEIVED: 2019-09-24

DATE REPORTED: 2019-11-06

HOW-SW1-Q4- HOW-SW2-Q4- HOW-SW3-Q4- HOW-SW4-Q4- HOW-SW5-Q4-
SAMPLE DESCRIPTION: 2019 2019 2019 2019 2019
SAMPLE TYPE: SW sSwW SW SW SW
DATE SAMPLED:  2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23
Parameter Unit G/S RDL 557211 557314 557316 RDL 557317 RDL 557318

Titanium Mg/l 3 <3 <3 <3 3 <3 3 <3
Uranium Ho/L 0.5 <0.5 <0.5 <0.5 0.5 <0.5 0.5 <0.5
Vanadium Ho/L 1 <1 <1 <1 1 <1 1 <1
Zinc Ho/L 3 <3 6 <3 3 <3 3 <3

ism, <Original signed by>

ie-Flora Coustou
15119

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

EEGET CERTIFICATE OF ANALYSIS (V1)
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This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

samples as received.
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9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046

Certificate of Analysis
AGAT WORK ORDER: 19M521784

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:ADAM CALVERT

PROJECT: Howse Quarterly Surface Water
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

http://www.agatlabs.com

Tata Steel - QC Package - Metals
DATE RECEIVED: 2019-09-24 DATE REPORTED: 2019-11-06
HOW-ML-Q4- HOW-BL-Q4- HOW-BC-Q4- HOW-TL-Q4-
SAMPLE DESCRIPTION: 2019 2019 2019 2019
SAMPLE TYPE: SW SW SW SW
DATE SAMPLED:  2019-09-23 2019-09-23 2019-09-23 2019-09-23
Parameter Unit G/S RDL 557319 557322 557323 557329
Mercury Mg/l 0.1 <0.1 <0.1 <0.1 <0.1
Aluminum Ho/L 10 18 <10 136 <10
Antimony Ho/L 1 <1 <1 <1 <1
Silver Ho/L 0.2 <0.2 <0.2 <0.2 <0.2
Arsenic Ho/L 1 <1 <1 <1 <1
Barium Ho/L 5 <5 <5 <5 <5
Beryllium Ho/L 1 <1 <1 <1 <1
Bismuth ug/L 1 <1 <1 <1 <1
Boron Ho/L 40 <40 <40 <40 <40
Cadmium Hg/L 0.5 <0.5 <0.5 <0.5 <0.5
Calcium Ho/L 100 1990 4060 371 3180
Chromium Ho/L 1 <1 <1 1 <1
Cobalt Mg/l 0.5 <0.5 <0.5 <0.5 <0.5
Copper Ho/L 1 <1 <1 <1 <1
Total hardness pg/L - CaCO3 1000 11700 24700 2770 20260
Tin Ho/L 5 <5 <5 <5 <5
Iron Mg/l 70 <70 <70 172 <70
Magnesium Mg/l 100 1640 3550 447 2990
Manganese Mg/l 1 2 2 24 3
Molybdenum Ho/L 1 <1 <1 <1 <1
Nickel Ho/L 1 <1 <1 <1 <1
Lead Ho/L 1 <1 <1 <1 <1
Potassium Mg/l 100 129 414 <100 384
Selenium Ho/L 1 <1 <1 <1 <1
Sodium Ho/L 200 287 838 579 665
Strontium Hg/L 10 <10 <10 <10 <10
Thallium Ho/L 1 <1 <1 <1 <1

“‘\\1 . . -
st <Original signed by>
3 2015118 ¢

Certified By: N

f
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Certificate of Analysis ST. LAURENT, QUEBEC
i | CANADA H4S 1v9
@ @ @ L.aboratories AGAT WORK ORDER: 19M521784 TEL (514)337-1000

FAX (514)333-3046

PROJECT: Howse Quarterly Surface Water http://www.agatiabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY:ADAM CALVERT SAMPLING SITE:HOWSE
Tata Steel - QC Package - Metals
DATE RECEIVED: 2019-09-24 DATE REPORTED: 2019-11-06
HOW-ML-Q4-  HOW-BL-Q4- HOW-BC-Q4-  HOW-TL-Q4-
SAMPLE DESCRIPTION: 2019 2019 2019 2019
SAMPLE TYPE: Sw Sw sw Sw
DATE SAMPLED: ~ 2019-09-23 2019-09-23 2019-09-23 2019-09-23
Parameter Unit G/S RDL 557319 557322 557323 557329
Titanium Ho/L 3 <3 <3 <3 <3
Uranium Mg/l 0.5 <0.5 <0.5 <0.5 <0.5
Vanadium Ho/L 1 <1 <1 <1 <1
Zinc Ho/L 3 <3 <3 <3 <3

Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

A

) . <Original signed by>

ie-Flora Coustou

15119 ==

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
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9770 ROUTE TRANSCANADIENNE

@ ,F Certificate of Analysis ST. LAURENT, QUEBEC
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1 AGAT WORK ORDER: 19M521784 -
@ @ Laboratories e s

PROJECT: Howse Quarterly Surface Water http://www.agatiabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY:ADAM CALVERT SAMPLING SITE:HOWSE
Tata Steel - QC Packages - Conventionals
DATE RECEIVED: 2019-09-24 DATE REPORTED: 2019-11-06
HOW-SW1-Q4- HOW-SW2-Q4- HOW-SW3-Q4- HOW-SW4-Q4- HOW-SW5-Q4- HOW-ML-Q4- HOW-BL-Q4- HOW-BC-Q4-
SAMPLE DESCRIPTION: 2019 2019 2019 2019 2019 2019 2019 2019
SAMPLE TYPE: SW SW SW SW SW SW SW SW
DATE SAMPLED:  2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23 2019-09-23
Parameter Unit G/S RDL 557211 557314 557316 557317 557318 557319 557322 557323
Conductivity (Salinity - mS/cm) mS/cm 2 <2 <2 <2 <2 <2 <2 <2 <2
Dissolved Organic Carbon mg/L 0.30 0.74 4.93 4.50 0.79 1.78 1.90 <0.30 4.08
Dissolved Oxygen mg/L 3 7 4 3 7 7 7 7 7
Nitrite + Nitrate mg/L - N 0.04 0.21 <0.04 0.06 0.22 <0.04 <0.04 <0.04 <0.04
Nitrate mg/L - N 0.02 0.21 <0.02 0.06 0.22 <0.02 <0.02 0.03 <0.02
Nitrite mg/L - N 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
Ammonia Nitrogen mg/L - N 0.02 0.13 0.12 0.24 0.09 0.07 0.24 0.08 0.09
ortho-Phosphate mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02
pH pH NA 6.89 5.85 5.74 6.69 6.13 6.89 6.86 5.99
Total Phenols (colorimetry) mg/L 0.002 0.004 <0.002 0.002 <0.002 0.002 <0.002 <0.002 <0.002
Reactive silica mg/L 0.05 4.97 5.77 2.89 4.44 0.76 0.80 4.86 5.15
True Colour TCU 5 10 63 23 <5 8 10 <5 36
Turbidity NTU 0.2 0.5 14 0.4 0.3 0.6 0.7 0.2 0.7
Alkalinity mg/L - CaCO3 15 14.6 <15 <15 10.0 <15 7.6 24.5 <15
Bicarbonate mg/L - CaCO3 15 14.6 <15 <15 10.0 <15 7.6 245 <15
Carbonate mg/L - CaCO3 15 <15 <15 <15 <15 <15 <15 <15 <15
Chloride mg/L 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Sulfate mg/L 0.5 3.6 0.9 11 3.2 0.8 3.5 25 11
Total Suspended Solids mg/L 2 <2 4 <2 <2 2 <2 <2 <2
Total Dissolved Solids mg/L 10 46 36 24 38 16 40 46 30
Total Kjeldahl Nitrogen mg/L - N 0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3
Total Phosphorus mg/L - P 0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02 <0.02

 Marie-Flora Coustou
\

Certified By: N

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
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Certificate of Analysis

AGAT WORK ORDER: 19M521784

PROJECT: Howse Quarterly Surface Water
ATTENTION TO: Mariana Trindade

SAMPLING SITE:HOWSE

@ @ @ 'F Laboratories

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:ADAM CALVERT

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9
TEL (514)337-1000
FAX (514)333-3046
http://www.agatlabs.com

Tata Steel - QC Packages - Conventionals

DATE RECEIVED: 2019-09-24

DATE REPORTED: 2019-11-06

HOW-TL-Q4-
SAMPLE DESCRIPTION: 2019
SAMPLE TYPE: SW
DATE SAMPLED: 2019-09-23
Parameter Unit G/S RDL 557329
Conductivity (Salinity - mS/cm) mS/cm 2 <2
Dissolved Organic Carbon mg/L 0.30 <0.30
Dissolved Oxygen mg/L 3 7
Nitrite + Nitrate mg/L - N 0.04 0.1
Nitrate mg/L - N 0.02 0.10
Nitrite mg/L - N 0.02 <0.02
Ammonia Nitrogen mg/L - N 0.02 0.14
ortho-Phosphate mg/L - P 0.02 <0.02
pH pH NA 7.00
Total Phenols (colorimetry) mg/L 0.002 <0.002
Reactive silica mg/L 0.05 4.29
True Colour TCU 5 7
Turbidity NTU 0.2 0.5
Alkalinity mg/L - CaCO3 15 20.3
Bicarbonate mg/L - CaCO3 15 20.3
Carbonate mg/L - CaCO3 15 <15
Chloride mg/L 0.5 <0.5
Sulfate mg/L 0.5 31
Total Suspended Solids mg/L 2 <2
Total Dissolved Solids mg/L 10 42
Total Kjeldahl Nitrogen mg/L - N 0.3 <0.3
Total Phosphorus mg/L - P 0.02 <0.02
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

/zﬂ\ <Original signed by>

 Marie-Flora Coustou
\

2015119 =

Certified By: N
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M521784
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:ADAM CALVERT SAMPLING SITE:HOWSE
Water Analysis
RPT Date: 2019-11-06 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc»ep_table Acc_ep_table
PARAMETER Batch Salrgp'e Dup#l | Dup#2 | RPD MBﬁ:]nokd ’\(’j'e\?;ﬂf Limits | Recovery| __HIMS | Recovery| __Limits

Lower | Upper Lower | Upper Lower | Upper
Tata Steel - QC Package - Metals
Mercury 1 NA NA NA <0.1 100% 80% 120% 104% 80% 120% NA 80% 120%
Aluminum 557211 557211 <10 <10 NA <10 92% 80% 120% 103% 80% 120% 119% 80% 120%
Antimony 557211 557211 <1 <1 NA <1 106% 80% 120% 100% 80% 120% 110% 80% 120%
Silver 557211 557211 <0.2 <0.2 NA <0.2 NA 80% 120% 101% 80% 120% 104% 80% 120%
Arsenic 557211 557211 <1 <1 NA <1 94% 80% 120% 100% 80% 120% 111% 80% 120%
Barium 557211 557211 <5 <5 NA <5 93% 80% 120% 101% 80% 120% NA 80% 120%
Beryllium 557211 557211 <1 <1 NA <1l 95% 80% 120% 98% 80% 120% 115% 80% 120%
Bismuth 557211 557211 <1 <1 NA <1l NA 80% 120% 103% 80% 120% 101% 80% 120%
Boron 557211 557211 <40 <40 NA <40 93% 80% 120% 109% 80% 120% NA 80% 120%
Cadmium 557211 557211 <0.5 <0.5 NA <05 95% 80% 120% 100% 80% 120% 120% 80% 120%
Calcium 557211 557211 2620 2730 3.9% <100 90% 80% 120% 98% 80% 120% NA 80% 120%
Chromium 557211 557211 <1 <1 NA <1 97% 80% 120% 103% 80% 120% 97% 80% 120%
Cobalt 557211 557211 <0.5 <0.5 NA <0.5 98% 80% 120% 104% 80% 120% 89% 80% 120%
Copper 557211 557211 <1 <1 NA <1 99% 80% 120% 97% 80% 120% 104% 80% 120%
Tin 557211 557211 <5 <5 NA <5 NA 80% 120% 107% 80% 120% 98% 80% 120%
Iron 557211 557211 <70 <70 NA <70 106% 80% 120% 117% 80% 120% NA 80% 120%
Magnesium 557211 557211 2300 2470 7.0% <100 101% 80% 120% 118% 80% 120% NA 80% 120%
Manganese 557211 557211 5 6 5.1% <1 98% 80% 120% 111% 80% 120% 104% 80% 120%
Molybdenum 557211 557211 <1 <1 NA <1 95% 80% 120% 103% 80% 120% 99% 80% 120%
Nickel 557211 557211 <1 <1 NA <1 99% 80% 120% 98% 80% 120% 99% 80% 120%
Lead 5567211 557211 <1 <1 NA <1 99% 80% 120% 105% 80% 120% 92% 80% 120%
Potassium 5567211 557211 340 364 NA <100 97% 80% 120% 113% 80% 120% NA 80% 120%
Selenium 5567211 557211 <1 <1 NA <1 87% 80% 120% 105% 80% 120% 116% 80% 120%
Sodium 5567211 557211 651 678 NA <200 101% 80% 120% 116% 80% 120% NA 80% 120%
Strontium 5567211 557211 <10 <10 NA <10 101% 80% 120% 112% 80% 120% 107% 80% 120%
Thallium 567211 557211 <1 <1 NA <1 96% 80% 120% 104% 80% 120% 102% 80% 120%
Titanium 567211 557211 <3 <3 NA <3 NA 80% 120% 102% 80% 120% 105% 80% 120%
Uranium 567211 557211 <0.5 <0.5 NA <0.5 98% 80% 120% 111% 80% 120% 101% 80% 120%
Vanadium 567211 557211 <1 <1 NA <1 100% 80% 120% 105% 80% 120% 96% 80% 120%
Zinc 567211 557211 <3 <3 NA <3 98% 80% 120% 91% 80% 120% NA 80% 120%
Tata Steel - QC Packages - Conventionals
Conductivity (Salinity - mS/cm) 559978 1340 1340 0.0% <2 103% 80% 120% 105% 80% 120%  NA 80% 120%
Dissolved Organic Carbon 1 NA NA NA <0.30 116% 80% 120% 110% 80% 120% NA 80% 120%
Nitrate 544702 <0.02 <0.02 NA <0.02 96% 80% 120% 98% 80% 120% 100% 80% 120%
Nitrite 544702 <0.02 <0.02 NA <0.02 NA 80% 120% 96% 80% 120% 100% 80% 120%
Ammonia Nitrogen 557532 0.53 0.52 1.5% <0.02 116% 80% 120% 111% 80% 120%  NA 80% 120%
ortho-Phosphate 556591 <0.02 <0.02 NA <0.02 111% 80% 120% 114% 80% 120% 94%  80% 120%
pH 556591 6.71 6.80 1.3% 100% 80% 120% 100% 80% 120%  NA
Total Phenols (colorimetry) 557211 557211  0.004 0.004 NA <0002 97% 80% 120% 117% 80% 120% 80%  80% 120%
Reactive silica 557211 4.9668 48377 2.6% <0.05 97% 90% 110% NA 70% 130% NA 70% 130%
True Colour 556591 22 25 NA <5 102% 80% 120% 94% 80% 120% NA 80% 120%
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
EGE T QUALITY ASSURANCE REPORT (V1) Page 8 of 12
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M521784
PROJECT: Howse Quarterly Surface Water ATTENTION TO: Mariana Trindade
SAMPLED BY:ADAM CALVERT SAMPLING SITE:HOWSE
Water Analysis (Continued)
RPT Date: 2019-11-06 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc»ep_table Acc_ep_table
PARAMETER Batch Salrgp'e Dup#1 | Dup#2 | RPD MBﬁ:]nokd ’\(’j'e\?;ﬂf Limits | Recovery| __HIMS | Recovery| __Limits

Lower| Upper Lower | Upper Lower | Upper
Alkalinity 556963 <15 <15 NA <15 95% 80% 120% 102% 80% 120% 101% 80% 120%
Bicarbonate 556963 <15 <15 NA <15 NA 80% 120% NA 80% 120% NA 80% 120%
Carbonate 556963 <15 <15 NA <15 NA 80% 120% NA 80% 120% NA 80% 120%
Chloride 544702 4.0 4.0 0.3% <0.5 99% 80% 120% 89% 80% 120% 93% 80% 120%
Sulfate 544702 25 25 0.7% <05 98% 80% 120% 97%  80% 120% 96%  80% 120%
Total Suspended Solids 560784 7 10 NA <2 102% 80% 120% NA 108% 80% 120%
Total Dissolved Solids 556591 26 28 NA <10 103% 80% 120% NA 106% 80% 120%
Total Kjeldahl Nitrogen 557329 557329 <0.3 <0.3 NA <03 92% 80% 120% 82%  80% 120% 91%  80% 120%
Total Phosphorus 553660 147 122 18.6% <0.02 100% 80% 120% 118% 80% 120% NA 80% 120%
Tata Steel - QC Packages - Conventionals
Total Phenols (colorimetry) 557314 557314 <0.002 <0.002 NA <0.002 95% 80% 120% 117% 80% 120% 90% 80% 120%
Turbidity 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90% 80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90%  80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90%  80% 120% 114% 80% 120%
Tata Steel - QC Packages - Conventionals
Turbidity 556317 556317 0.3 0.3 NA <0.2 90% 80% 120% 90%  80% 120% 114% 80% 120%

- <Original signed by>

§ Merle-Flora Coustou §
y 201541 =

Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All
electronic signatures on AGAT certificates are password protected and all signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.
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CLIENT NAME: TATA STEEL MINERALS CANADA LTD
PROJECT: Howse Quarterly Surface Water
SAMPLED BY:ADAM CALVERT

AGAT WORK ORDER: 19M521784
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

DATE DATE LITERATURE ANALYTICAL
PARAMETER PREPARED | ANALYZED AGAT S.0.p REFERENCE TECHNIQUE
Water Analysis
Mercury 2019-09-26 2019-09-26 MET-101-6102F MA. 200 Hg 1.1 COLD VAPOR/AA
Aluminum 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Antimony 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Silver 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Arsenic 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Barium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Beryllium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Bismuth 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
MET-101-6105F, .
Boron 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Cadmium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
. MET-101-6105F,
Calcium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/MS
Chromium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Cobalt 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Copper 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
MET-101-6105F,
Total hardness 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/MS
Tin 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Iron 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
. MET-101-6105F,
Magnesium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Met 1.2 ICP/MS
Manganese 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Molybdenum 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
Nickel 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Lead 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
. MET-101-6105F, .
Potassium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Selenium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Sodium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Strontium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Thallium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
- MET-101-6105F, .
Titanium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
. MET-101-6105F, .
Uranium 2019-09-26 2019-09-27 unaccredited by MDDELCC MA. 200 - Mét 1.2 ICP/MS
Vanadium 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Zinc 2019-09-26 2019-09-27 MET-101-6105F MA. 200 - Met 1.2 ICP/MS
Conductivity (Salinity - mS/cm) 2019-09-27 2019-09-27 INOR-101-6016F Standard method 2520 CONDUCTIVIMETRIE
. . INOR-101-6049F,
Dissolved Organic Carbon 2019-09-26 2019-09-26 unaccredited by MDDELCC MA.300-C1.0 INFRARED DETECTION
. INOR-101-6006F,
Dissolved Oxygen 2019-11-05 2019-11-05 unaccredited by MDDELCC MA. 315-DBO 1.1 DO METER
Nitrite + Nitrate 2019-09-25 2019-09-26 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrate 2019-09-25 2019-09-26 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Nitrite 2019-09-25 2019-09-26 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Ammonia Nitrogen 2019-10-04 2019-10-04 INOR-101-6051F MA. 303 -N 2.0 COLORIMETRY
ortho-Phosphate 2019-10-10 INOR-101-6052F MA.300-P 1.1 COLORIMETRIE
pH 2019-09-24 2019-09-24 INOR-101-6021F MA. 100 - pH 1.1 ELECTROMETRY
Total Phenols (colorimetry) 2019-09-27 2019-09-27 INOR-101-6062F MA. 404 - I. Phé 2.2 COLORIMETRY
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Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
PROJECT: Howse Quarterly Surface Water
SAMPLED BY:ADAM CALVERT

AGAT WORK ORDER: 19M521784
ATTENTION TO: Mariana Trindade
SAMPLING SITE:HOWSE

DATE DATE LITERATURE ANALYTICAL
PARAMETER PREPARED | ANALYZED AGATS.OP REFERENCE TECHNIQUE
- INOR-101-6071F, -
Reactive silica 2019-10-07 unaccredited by MDDELCC AQ2 EPA-122A Rev 5 COLORIMETRIE
True Colour 2019-09-25 2019-09-25 INOR-101-6046F MA. 103 - Col 2.0 SPECTROPHOTOMETRY
Turbidity 2019-09-25 2019-09-25 INOR-101-6044F MA.103 Tur.1.0 NEPHELOMETER
. INOR-101-6000F, .
Alkalinity 2019-09-26 2019-09-30 unaccredited by MDDELCC MA. 315 - Alc-Aci 1.0 TITRATION
. INOR-101-6000F, .
Bicarbonate 2019-09-26 2019-09-30 unaccredited by MDDELCC MA. 315 - Alc-Aci 1.0 TITRATION
INOR-101-6000F, .
Carbonate 2019-09-26 2019-09-30 unaccredited by MDDELCC MA. 315 - Alc-Aci 1.0 TITRATION
Chloride 2019-09-25 2019-09-26 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Sulfate 2019-09-25 2019-09-26 INOR-101-6004F MA. 300 - lons 1.3 ION CHROMATOGRAPHY
Total Suspended Solids 2019-09-26 2019-09-27 INOR-101-6028F MA. 115-S.S.1.2 GRAVIMETRY
Total Dissolved Solids 2019-09-30 INOR-101-6054F MA.115-S.D. 1.0 GRAVIMETRY
Total Kjeldahl Nitrogen 2019-10-11 2019-10-11 INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
Total Phosphorus 2019-09-30 INOR-101-6048F MA.300-NTPT 2.0 COLORIMETRY
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Groupe HemlSphel‘eS

Montréal, June 26 2020

Mariana Trindade

Corporate Environmental Manager
Tata Steel Minerals Canada Limited
1000 Sherbrooke West, Suite 1120
Montreal, Qc, H3A 3G4

Subject : Howse Wetland Wells Water Level — 2019 Campaign

N/D: PR185-38-19

Mrs. Trindade,
We are pleased to submit the technical report on the above-mentioned project.

Tata Steel Minerals Canada (TSMC) is developing an open-pit iron ore mine in Newfoundland and Labrador.
About 46 Mt of iron ore will be extracted over the course of the Howse Property Iron Mine Project’s lifespan
(Howse Project), or about 15 years.

In 2014, an environmental assessment of the Howse Project was conducted in accordance with the
requirements of the Canadian Environmental Assessment Act, 2012. As a result, the Howse Project was
accepted with several requirements. TSMC, in compliance with the migratory Birds Convention Act, 1994
and with the Species at Risk Act, must ensure that migratory bird populations and their habitat are in no
way negatively impacted by the Howse Project implantation, operation and decommission.

In this regard and among other requirements, TSMC and Groupe Hémisphéres developed a follow-up
program to monitor and detect any adverse environmental effects of the Howse Project on wetland functions
that support migratory birds, and to determine the effectiveness of the proposed mitigation measures.

This document presents the work mandated to Groupe Hémispheres by TSMC on wetlands water level. It
presents the second year of water level monitoring.

1 Methodology

The bottom of the well, which is fixed in the deep mineral soil was used to monitor changes in wetlands
water levels. Indeed, the surface of the soil in wetlands is not at a constant altitude: it expands and swells
as it is waterlogged. Hence, using the soil level next to the well as a reference altitude would give inaccurate
data. While the measures using the bottom of the wells can't be used to compare levels between wells, it
is the only way to assure a precise interannual comparison.

| |
1001, route de I'Eglise, bureau 302, Québec (Qc) G1V 3V7 418 903-9678
info@hemis.ca 2120, rue Sherbrooke Est, bureau 204, Montréal (Qc) H2K 1C3 514 509-6572 www.hemis.ca

21, rue Guenette, Lévis (Qc) G6V 5M9 418 903-9678
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Water level was assessed by measuring the distance from the top of the PVC tube to the surface of water.
It was then substracted from total length of the pipe.

Water level was measured once in 2019, on August 15t and 2", Water levels were generally high throughout
the region.

2 Results

Wells location is presented on the figure in Appendix |. Photography of each well is presented in Appendix
Il. Table 1 presents water level in each well in August. For a few wells, measurement was not done. It was
impossible to take the cap off. Results for the 2019 measurement are similar to those in 2018 and they are
within the range (min/max level). 2018 mean value is presented in Table 1 for comparison.

Table 1. Wells Water Level — 2019

WMWO01 0.75 Straight 0.73
WMWO02 0.62 Straight but no cap 0.63
WMWO03 1.17 Straight 1.20
WMWO04 0.67 Straight 0.63
WMWO5 Straight, unable to open, water at 1.05
surface level around the well
wMwas curface ievel around the well 0.74
WMWO08 No access, flooded area 0.98
WMW11 0.72 Straight 0.58
WMW12 1.14 Straight 1.10
WMW13 1.02 Straight 0.62
WMW16 0.7 Straight 0.69
WMW18 0.94 Straight 0.97
WMW19 0.97 Straight 0.62
WMW21 0.74 Straight 0.77
WMW22 0.73 Straight 0.71
WMW 24 A bit crooked, unable to open 0.66
WMW 25 0.48 Straight 0.52
WMW26 0.74 Straight 0.73
WMW27 1.07 Straight 1.16
whw2 Sh e 10 Shen et
WMW30 1.27 Straight 0.75

N
coeHemispheres 2
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3 Recommendation

For the 2020 campaign, measurements should be done once a month during summer, by recording the
water depth from the top of the well. For the first visits, tools will be needed to pry open the caps for a few
wells.

4 Quality assurance

Groupe Hémispheres possesses an internal quality control program based on a review and approval of all
concepts and document production by a senior professional. The program considers the management, the
control of documentation, the personnel’s continuous training, as well as the quality assurance of the
deliverables. The system also includes a tight control of the field work and the prevention and safety
measures specific to the project.

Drafted by :

<Or'iginal signed by>

Marie-Eve Dion
Biologist, M. Sc. Env

N
coeHemispheres 3
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Appendix |

W ells Location
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Terresfrial Ecosysiems (Ecotypes) for
Mid Subarctic Forest Ecoregion (MSF)
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.
{{ 0L [Black Spruce Labrader fea Lichem
rock wterop 0000000 0 |
| Bla:k Spruce Lichen |
|
e —

Black Spruce/Tamarack Flueial Spruce Fen

ch wberry

LEGEND FILE, PROJECT, DATE, AUTHOR:

GH-0917 , PR185-38-18, 2018-12-20, jfbrisard
Wetland survey Howse Proposed Infrastructures Hydrography HOWSE PROPERTY PROJECT

( Wetland vegetation point Proposed Howse Pit —— Permanent Watercourse x
# Active piezometer X Proposed Topsoil/Overburden Stockpile = = Intermittent Watercourse /

Wetland Delineation [Z4 Proposed Waste Dump/in-Pit Dump - - Storm Runoff 300 Wetlands monitoring stations

Basemap Proposed Site Infrastructure | Water Body Vietrs Follow Up Program

Contour Line (5m) [ Proposed Sedimentation Pond Other Wetland UTM 19N NAD 83 SCALE. 115 000
D Proposed Dissipation Pool é’i’;ﬁiﬁ&

=== Ecoregion Boundary
Government of Canada, NTDB, 1:50,000, 1979 Government of NL and

—_ EXiSting Road — Haul Road government of Quebec, Boundary used for claims GroupeHemlspheres

SNC Lavalin, Groupe Hémisphéres, Hydrology update, 2013

-+t Proposed Ditch and Outlet Infrastructure and Mining Components 1001, rue De [Eglise, 1453, rue Beaubien est,
New Millennium Capital Corp., Mining sites and roads Suite 208, Québec (QC) Bureau 301, Montréal (QC)

Howse Minerals Limited/ MET-CHEM Howse Deposit Design for General Layout, 2015 Canada, G1V 3v7 Canada, H2G 3C6
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Well #01

2019-08-01,12:33

Well #03 Well # 04
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Well #05 Well #06

Well #08 Well #11
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Well #12 Well #13

Well #16 Well #18
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Well #19 Well #21

Well #22 Well # 24

Well # 25 Well # 26
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Appendix 5 Air Monitoring Certificates of Analysis
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<Original signed by>

<Original signed by>



CLIENT NAME:

ATTENTION TO:
PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:

DATE REPORTED:
PAGES (INCLUDING COVERY):
VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Schefferville

19C515546

Carmen Andrei, AQM Lab Coordinator
Sep 18, 2019

5

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

VERSION 1: No blank has been submitted for analysis. All samples are lab blank subtracted.

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 5

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



Air Quality Summary
AGAT WORK ORDER: 19C515546
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Number of Peak Network
Parameter Unit Samples Reading Average
Ambient Nitrogen Dioxide ppbv 6 1.6 1.0

Results relate only to the items tested. Results apply to samples as received.

Page 2 of 5



Certificate of Analysis

AGAT WORK ORDER: 19C515546
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Passive Air Quality Sampling
DATE RECEIVED: 2019-09-09 DATE REPORTED: 2019-09-18
AQS2-Q2 AQS4-Q2 AQS6-Q2 AQS7-Q2 AQS8-Q2 AQS9-Q2

27Jul/19,14:50 26Jul/19,16:56 26Jul/19,14:06 28Jul/19,10:14 28Jul/19,09:54 28Jul/19,08:58
26Aug/19,09:30 26Aug/19,10:20 25Aug/19,17:31 31Aug/19,16:59 31Aug/19,14:33 31Aug/19,11:34

SAMPLE DESCRIPTION: INO2 /INO2 INO2 INO2 INO2 INO2
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 511945 511946 511947 511948 511949 511950
Ambient Nitrogen Dioxide ppbv 0.4 0.9 0.5 12 0.7 0.8 1.6
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard: Refers to Alberta Ambient Air Quality Objective

Guideline values are for general reference only. The guidelines provided may or may not be relevant for the intended use. Refer directly to the applicable standard for regulatory interpretation.
511945-511950  No blank has been submitted for analysis. All samples are lab blank subtracted.

Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>

Certified By:

CERTIFICATE OF ANALYSIS (V1)

Results relate only to the items tested. Results apply to samples as received.

Page 3 of 5



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C515546
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Air Quality Monitoring
RPT Date: Sep 18, 2019 DUPLICATE REFERENCE MATERIAL| METHOD BLANK SPIKE MATRIX SPIKE
Method Acc(epltable Acc‘ep‘table Acclep‘table
PARAMETER Batch Saln(rjlple Dup #1 | Dup#2 | RPD Blank M(\e/aaslﬂéed Limits Recovery Limits Recovery Limits
Lower| Upper Lower | Upper Lower | Upper
Passive Air Quality Sampling
Ambient Nitrogen Dioxide 82 NA <04 102% 90% 110% 104% 80% 120% 102% 80% 120%

Comments: If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.
Sample spikes and duplicates are not from the same sample.

<Original signed by>
Certified By: JInarSIInea by

QUALITY ASSURANCE REPORT (V1) Page 4 of 5

AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests
listed on the scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian Association for Laboratory Accreditation Inc. (CALA) for specific drinking water
tests. Accreditations are location and parameter specific. A complete listing of parameters for each location is available from www.cala.ca and/or www.scc.ca. The tests in this report may
not necessarily be included in the scope of accreditation. RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C515546
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Ambient Nitrogen Dioxide AQM-43-16004 Inhouse Method ION CHROMATOGRAPH
METHOD SUMMARY (V1) Page 5 of 5

Results relate only to the items tested. Results apply to samples as received.




CLIENT NAME:

ATTENTION TO:
PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:

DATE REPORTED:
PAGES (INCLUDING COVERY):
VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Schefferville

19C525916

Carmen Andrei, AQM Lab Coordinator
Oct 11, 2019

5

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

VERSION 1: No blank has been submitted for analysis. All samples are lab blank subtracted.

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 5

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



Air Quality Summary
AGAT WORK ORDER: 19C525916
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Number of Peak Network
Parameter Unit Samples Reading Average
Ambient Nitrogen Dioxide ppbv 6 13 0.5

Results relate only to the items tested. Results apply to samples as received.

Page 2 of 5



Certificate of Analysis
AGAT WORK ORDER: 19C525916

PROJECT: Schefferville

CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLING SITE:

ATTENTION TO: Mariana Trindade
SAMPLED BY:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Passive Air Quality Sampling

DATE RECEIVED: 2019-10-03

DATE REPORTED: 2019-10-11

Site#02/AQS2/

Site#04/AQS4/  Site#06/AQS6/

Site#07/AQS7/  Site#08/AQS8/  Site#09/AQS9/

26Aug/19,09:30 26Aug/19,10:20 25Aug/19,17:31 31Aug/19,16:59 31Aug/19,14:33 31Aug/19,11:34

28Sep/19,14:55

SAMPLE DESCRIPTION:

28Sep/19,12:50 29Sep/19,10:30 30Sep/19,11:21 29Sep/19,09:52 28Sep/19,17:02

/INO2 INO2 INO2 INO2 INO2
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED: 2019-08-26 2019-08-25 2019-08-31 2019-08-31 2019-08-31
Parameter Unit 584649 584650 584651 584652 584653
Ambient Nitrogen Dioxide ppbv <0.4 0.8 1.3 <0.4 0.6
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

584648-584653  All samples are field blank subtracted.

No blank has been submitted for analysis. All samples are lab blank subtracted.

Analysis performed at AGAT Calgary (unless marked by *)

Certified By:

<Original signed by>

CERTIFICATE OF ANALYSIS (V1)

Results relate only to the items tested. Results apply to samples as received.

Page 3 of 5



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C525916
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Air Quality Monitoring
RPT Date: Oct 11, 2019 DUPLICATE REFERENCE MATERIAL| METHOD BLANK SPIKE MATRIX SPIKE
Method Acc(epltable Acc‘ep‘table Acclep‘table
PARAMETER Batch Saln(rjlple Dup #1 | Dup#2 | RPD Blank M(\e/aaslﬂéed Limits Recovery Limits Recovery Limits
Lower| Upper Lower | Upper Lower | Upper
Passive Air Quality Sampling
Ambient Nitrogen Dioxide 83 NA <04 101% 90% 110% 97% 80% 120% 106% 80% 120%

Comments: If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.
Sample spikes and duplicates are not from the same sample.

<Original signed by>
Certified By:

QUALITY ASSURANCE REPORT (V1) Page 4 of 5

AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests
listed on the scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian Association for Laboratory Accreditation Inc. (CALA) for specific drinking water
tests. Accreditations are location and parameter specific. A complete listing of parameters for each location is available from www.cala.ca and/or www.scc.ca. The tests in this report may
not necessarily be included in the scope of accreditation. RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C525916
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Ambient Nitrogen Dioxide AQM-43-16004 Inhouse Method ION CHROMATOGRAPH
METHOD SUMMARY (V1) Page 5 of 5

Results relate only to the items tested. Results apply to samples as received.




CLIENT NAME:

ATTENTION TO:
PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:

DATE REPORTED:
PAGES (INCLUDING COVERY):
VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Schefferville

19C544043

Carmen Andrei, AQM Lab Coordinator
Nov 25, 2019

6

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

VERSION 1: No duplicate sample has been measured, as per client's request.

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 6

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



Air Quality Summary
AGAT WORK ORDER: 19C544043
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Number of Peak Network
Parameter Unit Samples Reading Average
Ambient Nitrogen Dioxide ppbv 6 0.7 <0.4

Results relate only to the items tested. Results apply to samples as received.

Page 2 of 6



CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLING SITE:

Certificate of Analysis
AGAT WORK ORDER: 19C544043
PROJECT: Schefferville

ATTENTION TO: Mariana Trindade
SAMPLED BY:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Passive Air Quality Sampling

DATE RECEIVED: 2019-11-14

DATE REPORTED:

2019-11-25

Site#02/AQS2/  Site#04/AQS4/  Site#06/AQS6/  Site#07/AQS7/  Site#08/AQS8/  Site#09/AQS9/
28Sep/19,14:55 28Sep/19,12:50 29Sep/19,10:30 30Sep/19,11:21 29Sep/19,09:52 28Sep/19,17:02

270ct/19,11:57 270ct/19,13:15 280ct/19,11:10 290ct/19,09:35 280ct/19,14:23 280ct/19,10:15
SAMPLE DESCRIPTION: INO2 INO2 INO2 /INO2

/NO2 INO2
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 715172 715173 715182 715187 715188 715189
Ambient Nitrogen Dioxide ppbv 0.4 <0.4 <0.4 0.6 0.7 <0.4 0.7

Comments:
715172-715189

RDL - Reported Detection Limit; G/ S - Guideline / Standard
All samples are field blank subtracted.

No duplicate sample has been measured, as per client's request.
Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>

Certified By:

CERTIFICATE OF ANALYSIS (V1)

Results relate only to the items tested. Results apply to samples as received.

Page 3 of 6



L o = 2420-42 AVE. NE
Certificate of Analysis CALGARY, ALBERTA
CANADA T2E 7T6
AGAT WORK ORDER: 19C544043 TEL (403)736-5300
PROJECT: Schefferville http://www. agatlabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:

Passive Quality Assurance

DATE RECEIVED: 2019-11-14 DATE REPORTED: 2019-11-25

BLANK/
28Sep/19,17:02
280ct/19,10:15

SAMPLE DESCRIPTION: INO2
SAMPLE TYPE: FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 726723
Ambient Nitrogen Dioxide ppbv 0.4 <0.4
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1) Page 4 of 6
Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C544043
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Air Quality Monitoring
RPT Date: Nov 25, 2019 DUPLICATE REFERENCE MATERIAL| METHOD BLANK SPIKE MATRIX SPIKE
Method Acc(epltable Acc‘ep‘table Acclep‘table
PARAMETER Batch Saln(rjlple Dup #1 | Dup#2 | RPD Blank M(\e/aaslﬂéed Limits Recovery Limits Recovery Limits
Lower| Upper Lower | Upper Lower | Upper
Passive Air Quality Sampling
Ambient Nitrogen Dioxide 84 NA <04 103% 90% 110% 95%  80% 120% 100% 80% 120%

Comments: If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.
Sample spikes and duplicates are not from the same sample.

<Original signed by>
Certified By:

QUALITY ASSURANCE REPORT (V1) Page 5 of 6

AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests
listed on the scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian Association for Laboratory Accreditation Inc. (CALA) for specific drinking water
tests. Accreditations are location and parameter specific. A complete listing of parameters for each location is available from www.cala.ca and/or www.scc.ca. The tests in this report may
not necessarily be included in the scope of accreditation. RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C544043
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Ambient Nitrogen Dioxide AQM-43-16004 Inhouse Method ION CHROMATOGRAPH
METHOD SUMMARY (V1) Page 6 of 6

Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: Schefferville
AGAT WORK ORDER: 20C571720
AIR QUALITY MONITORING REVIEWED BY: Carmen Andrei, AQM Lab Coordinator
DATE REPORTED: Feb 18, 2020
PAGES (INCLUDING COVER): 6
VERSION*: 1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*Notes

Disclaimer:

X All work conducted herein has been done using accepted standard protocols, and generally accepted practices and methods. AGAT test methods may
incorporate modifications from the specified reference methods to improve performance.

X All samples will be disposed of within 30 days following analysis, unless expressly agreed otherwise in writing. Please contact your Client Project
Manager if you require additional sample storage time.

X AGAT’s liability in connection with any delay, performance or non-performance of these services is only to the Client and does not extend to any other
third party. Unless expressly agreed otherwise in writing, AGAT's liability is limited to the actual cost of the specific analysis or analyses included in the
services.

X This report shall not be reproduced or distributed, in whole or in part, without the prior written consent of AGAT Laboratories.

X The test results reported herewith relate only to the samples as received by the laboratory.

X Application of guidelines is provided “as is” without warranty of any kind, either expressed or implied, including, but not limited to, warranties of
merchantability, fithess for a particular purpose, or non-infringement. AGAT assumes no responsibility for any errors or omissions in the information
contained in this document.

X All reportable information as specified by ISO/IEC 17025:2017 is available from AGAT Laboratories upon request.

Laboratories (V1) Page 1 of 6
Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory
(APEGA) Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
Western Enviro-Agricultural Laboratory Association (WEALA) scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Environmental Services Association of Alberta (ESAA) Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations

are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.



Air Quality Summary
AGAT WORK ORDER: 20C571720
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Number of Peak Network
Parameter Unit Samples Reading Average
Ambient Nitrogen Dioxide ppbv 4 <0.4 <0.4

Results relate only to the items tested. Results apply to samples as received.

Page 2 of 6



CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLING SITE:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

Certificate of Analysis

AGAT WORK ORDER: 20C571720
PROJECT: Schefferville http://www. agatlabs.com

ATTENTION TO: Mariana Trindade
SAMPLED BY:

Passive Air Quality Sampling

DATE RECEIVED: 2020-02-06

DATE REPORTED: 2020-02-18

SAMPLE DESCRIPTION: INO2 /INO2 INO2 INO2
SAMPLE TYPE: FILTER FILTER FILTER FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 920542 920543 920544 920545
Ambient Nitrogen Dioxide ppbv 0.4 <0.4 <0.4 <0.4 <0.4

Site#06/AQS6/  Site#07/AQS7/  Site#08/AQS8/  Site#09/AQS9/
280ct/19,11:10 280ct/19,09:35 280ct/19,14:23 280ct/19,10:14
22Jan/20,12:50 22Jan/20,10:50 22Jan/20,13:45 22Jan/20,14:20

Comments:
920542-920545

RDL - Reported Detection Limit;
All samples are field blank subtracted.

G/ S - Guideline / Standard

No duplicates have been measured, as per client's request.

Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1)

Page 3 of 6
Results relate only to the items tested. Results apply to samples as received.



L o = 2420-42 AVE. NE
Certificate of Analysis CALGARY, ALBERTA
CANADA T2E 7T6
AGAT WORK ORDER: 20C571720 TEL (403)736-5300
PROJECT: Schefferville http://www. agatlabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:

Passive Quality Assurance

DATE RECEIVED: 2020-02-06 DATE REPORTED: 2020-02-18

BLANK/
280ct/19,11:10
22Jan/20,12:50

SAMPLE DESCRIPTION: INO2
SAMPLE TYPE: FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 920546
Ambient Nitrogen Dioxide ppbv 0.4 <0.4
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1) Page 4 of 6
Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 20C571720
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Air Quality Monitoring
RPT Date: Feb 18, 2020 DUPLICATE REFERENCE MATERIAL| METHOD BLANK SPIKE MATRIX SPIKE
Method Acc(epltable Acc‘ep‘table Acclep‘table
PARAMETER Batch Saln(rjlple Dup #1 | Dup#2 | RPD Blank M(\e/aaslﬂéed Limits Recovery Limits Recovery Limits
Lower| Upper Lower | Upper Lower | Upper
Passive Air Quality Sampling
Ambient Nitrogen Dioxide 85 NA <04 107% 90% 110% 99%  80% 120% 98%  80% 120%

Comments: If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.
Sample spikes and duplicates are not from the same sample.

<Original signed by>
Certified By:

QUALITY ASSURANCE REPORT (V1) Page 5 of 6

AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests
listed on the scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian Association for Laboratory Accreditation Inc. (CALA) for specific drinking water
tests. Accreditations are location and parameter specific. A complete listing of parameters for each location is available from www.cala.ca and/or www.scc.ca. The tests in this report may
not necessarily be included in the scope of accreditation. RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 20C571720
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Ambient Nitrogen Dioxide AQM-43-16004 Inhouse Method ION CHROMATOGRAPH
METHOD SUMMARY (V1) Page 6 of 6

Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: Schefferville
AGAT WORK ORDER: 20C578826
AIR QUALITY MONITORING REVIEWED BY: Bithi Nahar, Lab Technician
DATE REPORTED: Mar 10, 2020
PAGES (INCLUDING COVER): 6
VERSION*: 1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*Notes

Disclaimer:

X All work conducted herein has been done using accepted standard protocols, and generally accepted practices and methods. AGAT test methods may
incorporate modifications from the specified reference methods to improve performance.

X All samples will be disposed of within 30 days following analysis, unless expressly agreed otherwise in writing. Please contact your Client Project
Manager if you require additional sample storage time.

X AGAT’s liability in connection with any delay, performance or non-performance of these services is only to the Client and does not extend to any other
third party. Unless expressly agreed otherwise in writing, AGAT's liability is limited to the actual cost of the specific analysis or analyses included in the
services.

X This report shall not be reproduced or distributed, in whole or in part, without the prior written consent of AGAT Laboratories.

X The test results reported herewith relate only to the samples as received by the laboratory.

X Application of guidelines is provided “as is” without warranty of any kind, either expressed or implied, including, but not limited to, warranties of
merchantability, fithess for a particular purpose, or non-infringement. AGAT assumes no responsibility for any errors or omissions in the information
contained in this document.

X All reportable information as specified by ISO/IEC 17025:2017 is available from AGAT Laboratories upon request.

Laboratories (V1) Page 1 of 6
Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory
(APEGA) Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
Western Enviro-Agricultural Laboratory Association (WEALA) scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Environmental Services Association of Alberta (ESAA) Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations

are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.



Air Quality Summary
AGAT WORK ORDER: 20C578826
PROJECT: Schefferville

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Number of Peak Network
Parameter Unit Samples Reading Average
Ambient Nitrogen Dioxide ppbv 4 <0.4 <0.4

Results relate only to the items tested. Results apply to samples as received.

Page 2 of 6



CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLING SITE:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

Certificate of Analysis

AGAT WORK ORDER: 20C578826
PROJECT: Schefferville

http://www.agatlabs.com

ATTENTION TO: Mariana Trindade
SAMPLED BY:

Passive Air Quality Sampling

DATE RECEIVED: 2020-02-27

DATE REPORTED: 2020-03-10

SAMPLE DESCRIPTION: INO2 /INO2 INO2 INO2
SAMPLE TYPE: FILTER FILTER FILTER FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 974036 974037 974038 974040
Ambient Nitrogen Dioxide ppbv 0.4 <0.4 <0.4 <0.4 <0.4

Site#06/AQS6/  Site#07/AQS7/  Site#08/AQS8/  Site#09/AQS9/
22Jan/20,12:55 22Jan/20,10:50 22Jan/20,13:45 22Jan/20,14:20
22Feb/20,11:07 22Feb/20,10:33 22Feb/20,13:10 22Feb/20,12:04

Comments: RDL - Reported Detection Limit;
974036-974040  All samples are field blank subtracted.
Analysis performed at AGAT Calgary (unless marked by *)

G/ S - Guideline / Standard

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1)

Page 3 of 6
Results relate only to the items tested. Results apply to samples as received.



L o = 2420-42 AVE. NE
Certificate of Analysis CALGARY, ALBERTA
CANADA T2E 7T6
AGAT WORK ORDER: 20C578826 TEL (403)736-5300
PROJECT: Schefferville http://www. agatlabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:

Passive Quality Assurance

DATE RECEIVED: 2020-02-27 DATE REPORTED: 2020-03-10

BLANK/AQS6/
22Jan/20,12:55
22Feb/20,11:07

SAMPLE DESCRIPTION: INO2
SAMPLE TYPE: FILTER
DATE SAMPLED:
Parameter Unit G/S RDL 974041
Ambient Nitrogen Dioxide ppbv 0.4 0.6
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

Analysis performed at AGAT Calgary (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1) Page 4 of 6
Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 20C578826
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
Air Quality Monitoring
RPT Date: Mar 10, 2020 DUPLICATE REFERENCE MATERIAL| METHOD BLANK SPIKE MATRIX SPIKE
Method Acc(epltable Acc‘ep‘table Acclep‘table
PARAMETER Batch Saln(rjlple Dup #1 | Dup#2 | RPD Blank M(\e/aaslﬂéed Limits Recovery Limits Recovery Limits
Lower| Upper Lower | Upper Lower | Upper
Passive Air Quality Sampling
Ambient Nitrogen Dioxide 85 NA NA NA NA 0.6 93% 90% 110% 93% 80% 120% 102% 80% 120%

Comments: If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.
Sample spikes and duplicates are not from the same sample.

<Original signed by>
Certified By:

QUALITY ASSURANCE REPORT (V1) Page 5 of 6

AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests
listed on the scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian Association for Laboratory Accreditation Inc. (CALA) for specific drinking water
tests. Accreditations are location and parameter specific. A complete listing of parameters for each location is available from www.cala.ca and/or www.scc.ca. The tests in this report may
not necessarily be included in the scope of accreditation. RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 20C578826
PROJECT: Schefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE: SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Ambient Nitrogen Dioxide AQM-43-16004 Inhouse Method ION CHROMATOGRAPH
METHOD SUMMARY (V1) Page 6 of 6

Results relate only to the items tested. Results apply to samples as received.




CLIENT NAME:

ATTENTION TO:

PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:
DATE REPORTED:

PAGES (INCLUDING COVERY):

VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Sherbrooke

19C520252

Carmen Andrei, AQM Lab Coordinator
Sep 20, 2019

3

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 3

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



T . 2420-42 AVE. NE
Certificate of Analysis CALGARY, ALBERTA
CANADA T2E 7T6
AGAT WORK ORDER: 19C520252 TEL (403)736-5300
PROJECT: Sherbrooke http://www.agatlabs.com
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO 3-4 SAMPLED BY:

Particulate on Filter Paper

DATE RECEIVED: 2019-09-06 DATE REPORTED: 2019-09-20
Q-7304 Q-7316 Q-7310 Q-47-7323 Q-7318 Q-47-7321 Q-7305 Q-7313
SAMPLE DESCRIPTION: (AQS1) (AQS2) (AQS2) (AQS2) (AQS4) (AQS4) (AQS4) (AQS6)
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:  2019-06-07 2019-06-26 2019-07-10 2019-07-25 2019-06-25 2019-07-23 2019-07-08 2019-07-13
Parameter Unit G/S RDL 543136 543137 543138 543139 543140 543141 543142 543143
Total Suspended Particulate mg 0.01 0.39 0.42 0.37 0.34 0.27 0.29 0.36 0.35
Q-7311 Q-7315 Q-7301 Q-47-7324
SAMPLE DESCRIPTION: (AQS7) (AQS8) (AQS9) (AQS8)
SAMPLE TYPE: FILTER FILTER FILTER FILTER
DATE SAMPLED: 2019-07-03 2019-07-03 2019-05-07 2019-08-02
Parameter Unit G/S RDL 543144 543145 543146 543147
Total Suspended Particulate mg 0.01 0.44 0.38 0.47 0.30
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

Analysis performed at AGAT Halifax (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1) Page 2 of 3
Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C520252
PROJECT: Sherbrooke ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO 3-4 SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Total Suspended Particulate INOR-121-6041 EPA Method 5 GRAVIMETRIC
METHOD SUMMARY (V1) Page 3 of 3

Results relate only to the items tested. Results apply to samples as received.




1. Name : _ﬁf_”f

<Original signed by> /



CLIENT NAME:

ATTENTION TO:

PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:
DATE REPORTED:

PAGES (INCLUDING COVERY):

VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Shefferville

19C531119

Carmen Andrei, AQM Lab Coordinator
Oct 25, 2019

3

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 3

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



Certificate of Analysis
AGAT WORK ORDER: 19C531119

PROJECT: Shefferville

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLING SITE:DSO3-DS04

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

ATTENTION TO: Mariana Trindade
SAMPLED BY:JDF,AC.,JDF,AC.

Particulate on Filter Paper

DATE RECEIVED: 2019-10-16

DATE REPORTED: 2019-10-25

Q47-7325 Q47-7320 Q47-7327 Q47-7333 Q47-7348 Q47-7346 Q47-7331 Q47-7347
(AQ54) (AQ52) (AQ51) (AQ54) (AQ55) (AQ53) (AQ56) (AQ59)
13:15/610152  10:00/610166 13:45/610167 15:33/610168 16:30/610169  17:40/610170  17:15/610171 18:00/610172
SAMPLE DESCRIPTION: DSO03-DS0O4 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:  2019-08-04 2019-08-07 2019-08-15 2019-08-16 2019-08-17 2019-08-18 2019-08-22 2019-08-23
Parameter Unit G/S RDL 620051 620052 620053 620054 620056 620057 620058 620059
Total Suspended Particulate mg 0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01
Q47-7337 Q47-7357 Q47-7352 QA47-7359 Q47-7361 Q47-7350 QA47-7358 Q47-7351
(AQ52) (AQ54) (AQ52) (AQ58) (AQ52) (AQ51) (AQ53) (AQ55)
09:30/610173 13:30/610174 10:30/610175 15:40/610176 08:10/610177 13:30/610178 09:00/610185 12:00/610186
SAMPLE DESCRIPTION: DSO3-DS0O4 DS03-DS04 DS03-DS04 DS03-DS0O4 DS03-DS04 DS03-DS0O4 DS03-DS0O4 DS03-DS0O4
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:  2019-08-20 2019-08-28 2019-09-01 2019-09-02 2019-09-13 2019-09-15 2019-09-17 2019-08-18
Parameter Unit G/S RDL 620060 620061 620062 620063 620064 620065 620066 620067
Total Suspended Particulate mg 0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01 <0.01
Q47-7364
(AQ54)
10:00/610187
SAMPLE DESCRIPTION: DS03-DS0O4
SAMPLE TYPE: FILTER
DATE SAMPLED: 2019-09-21
Parameter Unit G/S RDL 620068
Total Suspended Particulate mg 0.01 <0.01
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard
620051-620068  The condition of samples was satisfactory at the time of arrival in laboratory.
The Reported Detection Limit RDL is based on the detection limit of the analytical balance used for filters: 0.01mg.
Analysis performed at AGAT Calgary (unless marked by *)
<Original signed by>
Certified By:
CERTIFICATE OF ANALYSIS (V1) Page 2 of 3

Results relate only to the items tested. Results apply to samples as received.




2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C531119
PROJECT: Shefferville ATTENTION TO: Mariana Trindade
SAMPLING SITE:DS0O3-DS0O4 SAMPLED BY:JDF,AC.,JDF,AC.
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Total Suspended Particulate AQM-43-16002 NIOSH 0500 GRAVIMETRIC
METHOD SUMMARY (V1) Page 3 of 3

Results relate only to the items tested. Results apply to samples as received.
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Work Order Number: 19M528362

Company

4172207 TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL QC H3A3G4

Tel: 5147646700 Fax: 5147646725

Other Information
PO:
AFE:

Project No:  PM 2.5 Air monitoring

Contact

Contact Name:

Tel:

Fax:

Email:

Submission Date:

Effective Date:

Due Date:

Mariana Trindade

514-764-6705

mariana.trindade @tatasteelcanada.com

10/7/2019 4:30:00 PM

10/8/2019 8:00:00 AM

10/18/2019 8:00:00 PM

Operations,analysis,materials included in work order

PRODUCT ID ENV DESCRIPTION QUANTITY
111004 Frais de transport par courrier 1
101231 Pré-pesée filtre (air) 17
101230 Particules (air) 17

Sample Identification Information, Provided by client
Sample Id Sample Type LSD Container Type Analysis Required
Sample Date Sampling Point Preserve Sample Description

Other Information

610152A Filtre Filtre Dust weight on filter /dust concentration
Aug 04, 2019 Aucun Q47-7325 (AQ54)

610166A Filtre Filtre Dust weight on filter /dust concentration
Aug 07, 2019 Aucun Q47-7320 (AQ52)

610167A Filtre Filtre Dust weight on filter /dust concentration
Aug 15, 2019 Aucun Q47-7327 (AQ51)



CLIENT NAME:

ATTENTION TO:

PROJECT:

AGAT WORK ORDER:

AIR QUALITY MONITORING REVIEWED BY:
DATE REPORTED:

PAGES (INCLUDING COVERY):

VERSION*:

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4

(514) 764-6700

Mariana Trindade

Sherbrooke

19C520268

Carmen Andrei, AQM Lab Coordinator
Sep 20, 2019

3

1

Should you require any information regarding this analysis please contact your client services representative at (403) 736-5300

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1)

Page 1 of 3

Member of: Association of Professional Engineers and Geoscientists of Alberta AGAT Laboratories is accredited to ISO/IEC 17025 by the Canadian Association for Laboratory

(APEGA)
Western Enviro-Agricultural Laboratory Association (WEALA)
Environmental Services Association of Alberta (ESAA)

Accreditation Inc. (CALA) and/or Standards Council of Canada (SCC) for specific tests listed on the
scope of accreditation. AGAT Laboratories (Mississauga) is also accredited by the Canadian
Association for Laboratory Accreditation Inc. (CALA) for specific drinking water tests. Accreditations
are location and parameter specific. A complete listing of parameters for each location is available
from www.cala.ca and/or www.scc.ca. The tests in this report may not necessarily be included in
the scope of accreditation. Measurement Uncertainty is not taken into consideration when stating
conformity with a specified requirement.

Results relate only to the items tested. Results apply to samples as received.
All reportable information as specified by ISO 17025:2017 is available from AGAT Laboratories upon request



CLIENT NAME: TATA STEEL MINERALS CANADA LTD

2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

Certificate of Analysis

AGAT WORK ORDER: 19C520268
PROJECT: Sherbrooke

http://www.agatlabs.com

ATTENTION TO: Mariana Trindade

SAMPLING SITE:DSO-3-4 SAMPLED BY:
Particulate on Filter Paper (TSP)
DATE RECEIVED: 2019-08-09 DATE REPORTED: 2019-09-20
Q-7303 Q-7307 Q-7308 Q-47-7326 Q-73-17 Q-7306 Q-47-7319 Q-7309
SAMPLE DESCRIPTION: (AQ51) (AQ52) (AQ52) (AQ54) (AQ54) (AQ54) (AQ54) (AQ57)
SAMPLE TYPE: FILTER FILTER FILTER FILTER FILTER FILTER FILTER FILTER
DATE SAMPLED:  2019-07-06 2019-06-29 2019-07-11 2019-07-25 2019-06-28 2019-07-08 2019-07-23 2019-07-03
Parameter Unit G/S RDL 543174 543175 543176 543177 543178 543179 543180 543181
Total Suspended Particulate mg 0.01 0.02 0.02 0.27 0.02 0.02 <0.01 0.02 0.36
Q-7302
SAMPLE DESCRIPTION: (AQ59)
SAMPLE TYPE: FILTER
DATE SAMPLED: 2019-07-05
Parameter Unit G/S RDL 543182
Total Suspended Particulate mg 0.01 0.03

Comments:

RDL - Reported Detection Limit;

G/ S - Guideline / Standard

Analysis performed at AGAT Halifax (unless marked by *)

<Original signed by>
Certified By:

CERTIFICATE OF ANALYSIS (V1)

Page 2 of 3

Results relate only to the items tested. Results apply to samples as received.



2420-42 AVE. NE
CALGARY, ALBERTA
CANADA T2E 7T6
TEL (403)736-5300

http://www.agatlabs.com

Method Summary

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19C520268
PROJECT: Sherbrooke ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO-3-4 SAMPLED BY:
PARAMETER AGAT S.O.P LITERATURE REFERENCE ANALYTICAL TECHNIQUE
Air Quality Monitoring
Total Suspended Particulate INOR-121-6041 EPA Method 5 GRAVIMETRIC
METHOD SUMMARY (V1) Page 3 of 3

Results relate only to the items tested. Results apply to samples as received.




9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

CLIENT NAME: TATA STEEL MINERALS CANADA LTD
1000 SHERBROOKE W., SUTE 1120
MONTREAL, QC H3A3G4
(514) 764-6700

ATTENTION TO: Mariana Trindade
PROJECT: TPM Air Monitoring
AGAT WORK ORDER: 19M501574
WATER ANALYSIS REVIEWED BY: Philippe Morneau, chimiste
DATE REPORTED: 2019-09-27
VERSION*: 1
PAGES (INCLUDING COVER): 7

Should you require any information regarding this analysis please contact your client services representative at (514) 337-1000

*NOTES

All samples will be disposed of within 30 days following analysis. Please contact the lab if you require additional sample storage time.

Laboratories (V1) Page 1 of 7
Measurement Uncertainty is not taken into consideration when stating conformity with a specified requirement. This version replaces and cancels all previous versions, if applicable.
Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to samples

as received.



CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLED BY:MULTI

L o H 9770 ROUTE TRANSCANADIENNE
Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4S 1V9

AGAT WORK ORDER: 19M501574 TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

PROJECT: TPM Air Monitoring
ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO-3-4

Metals on Filters

DATE RECEIVED: 2019-08-06

DATE REPORTED: 2019-09-27

Q-47-7326 Q-47-7319
SAMPLE DESCRIPTION: Q-7303(AQ51) Q-7307(AQ52) Q-7308(AQ52) (AQ54) Q-73-17(AQ54) Q-7306(AQ54) (AQ54) Q-7309(AQ57)
SAMPLE TYPE: Air Air Air Air Air Air Air Air
DATE SAMPLED:  2019-07-06 2019-06-29 2019-07-11 2019-07-25 2019-06-28 2019-07-08 2019-07-23 2019-07-03
Parameter Unit G/S RDL 420416 420437 420438 420439 420440 420441 420442 420443

Aluminum ug/Filter 10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0
Aluminum ug/m3 10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4
Arsenic ug/Filter 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0
Arsenic ug/m3 5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2
Boron ug/Filter 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0
Boron ug/m3 5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2
Cadmium ug/Filter 0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2
Cadmium ug/m3 0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2 <0.2
Copper ug/Filter 0.5 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Copper ug/m3 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Iron ug/Filter 5.0 10.0 <5.0 5.0 <5.0 <5.0 <5.0 10.0 15.0
Iron ug/m3 5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2
Lead ug/Filter 10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0
Lead ug/m3 10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4
Lithium ug/Filter 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Lithium ug/m3 1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0 <1.0
Magnesium ug/Filter 10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0 <10.0
Magnesium ug/m3 10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4 <10.4
Manganese ug/Filter 0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 0.5

Manganese ug/m3 0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3 <0.3
Molybdenum ug/Filter 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Molybdenum ug/m3 0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5 <0.5
Selenium ug/Filter 5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0 <5.0
Selenium ug/m3 5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2 <5.2
Strontium ug/Filter 0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1
Strontium ug/m3 0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1 <0.1
Titanium ug/Filter 25 <2.5 <25 <25 <2.5 <2.5 <25 <2.5 <2.5

<Original signed by>
Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

CERTIFICATE OF ANALYSIS (V1)
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

Page 2 of 7

samples as received.




CLIENT NAME: TATA STEEL MINERALS CANADA LTD
SAMPLED BY:MULTI

Certificate of Analysis

AGAT WORK ORDER: 19M501574
PROJECT: TPM Air Monitoring

9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO-3-4

Metals on Filters

DATE RECEIVED: 2019-08-06

DATE REPORTED: 2019-09-27

Q-47-7326 Q-47-7319
SAMPLE DESCRIPTION: Q-7303(AQ51) Q-7307(AQ52) Q-7308(AQ52) (AQ54) Q-73-17(AQ54) Q-7306(AQ54) (AQ54) Q-7309(AQ57)
SAMPLE TYPE: Air Air Air Air Air Air Air
DATE SAMPLED: 2019-06-29 2019-07-11 2019-07-25 2019-06-28 2019-07-08 2019-07-23 2019-07-03
Parameter Unit G/S RDL 420437 420438 420439 420440 420441 420442 420443
Titanium ug/m3 2.6 <2.6 <2.6 <2.6 <2.6 <2.6 <2.6 <2.6
Zinc ug/Filter <1.0 <1.0 <1.0 <1.0 <1.0 25 <1.0
Zinc ug/m3 <1 <1 <1 <1 <1 <1 <1

Certified By:

<Original signed by>

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

CERTIFICATE OF ANALYSIS (V1)

Page 3 of 7

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

samples as received.



CLIENT NAME: TATA STEEL MINERALS CANADA LTD

SAMPLED BY:MULTI

L o H 9770 ROUTE TRANSCANADIENNE
Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4S 1V9

AGAT WORK ORDER: 19M501574 TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

PROJECT: TPM Air Monitoring
ATTENTION TO: Mariana Trindade
SAMPLING SITE:DSO-3-4

Metals on Filters

DATE RECEIVED: 2019-08-06

DATE REPORTED: 2019-09-27

SAMPLE DESCRIPTION: Q-7302(AQ59)

SAMPLE TYPE: Air
DATE SAMPLED: 2019-07-05

Parameter Unit G/S RDL 420444

Aluminum ug/Filter 10.0 <10.0
Aluminum ug/m3 10.4 <10.4
Arsenic ug/Filter 5.0 <5.0
Arsenic ug/m3 5.2 <5.2
Boron ug/Filter 5.0 <5.0
Boron ug/m3 5.2 <5.2
Cadmium ug/Filter 0.2 <0.2
Cadmium ug/m3 0.2 <0.2
Copper ug/Filter 0.5 <0.5
Copper ug/m3 0.5 <0.5
Iron ug/Filter 5.0 5.0
Iron ug/m3 5.2 <5.2
Lead ug/Filter 10.0 <10.0
Lead ug/m3 10.4 <10.4
Lithium ug/Filter 1.0 <1.0
Lithium ug/m3 1.0 <1.0
Magnesium ug/Filter 10.0 <10.0
Magnesium ug/m3 10.4 <10.4
Manganese ug/Filter 0.3 <0.3
Manganese ug/m3 0.3 <0.3
Molybdenum ug/Filter 0.5 <0.5
Molybdenum ug/m3 0.5 <0.5
Selenium ug/Filter 5.0 <5.0
Selenium ug/m3 5.2 <5.2
Strontium ug/Filter 0.1 <0.1
Strontium ug/m3 0.1 <0.1
Titanium ug/Filter 25 <2.5
Titanium ug/m3 2.6 <2.6

<Original signed by>
Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

CERTIFICATE OF ANALYSIS (V1)
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to

Page 4 of 7

samples as received.



r" . 9770 ROUTE TRANSCANADIENNE
Certificate of Analysis ST. LAURENT, QUEBEC
CANADA H4S 1Vv9
AGAT WORK ORDER: 19M501574 TEL (514)337-1000
PROJECT: TPM Air Monitoring Aot
CLIENT NAME: TATA STEEL MINERALS CANADA LTD ATTENTION TO: Mariana Trindade
SAMPLED BY:MULTI SAMPLING SITE:DSO-3-4

Metals on Filters

DATE RECEIVED: 2019-08-06 DATE REPORTED: 2019-09-27
SAMPLE DESCRIPTION: Q-7302(AQ59)
SAMPLE TYPE: Air
DATE SAMPLED:  2019-07-05
Parameter Unit G/S RDL 420444

zZinc ug/Filter 1.0 <1.0
zZinc ug/m3 1 <1
Comments: RDL - Reported Detection Limit; G/ S - Guideline / Standard

420416-420444  **Non-accredited test. Inquire with lab for details.

<Original signed by>
Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All electronic signatures on AGAT certificates are password protected and all
signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.

CERTIFICATE OF ANALYSIS (V1) Page 5 of 7
This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The results relate only to the samples analyzed. Results apply to
samples as received.



9770 ROUTE TRANSCANADIENNE
ST. LAURENT, QUEBEC

CANADA H4S 1V9

TEL (514)337-1000

FAX (514)333-3046
http://www.agatlabs.com

Quality Assurance

CLIENT NAME: TATA STEEL MINERALS CANADA LTD AGAT WORK ORDER: 19M501574
PROJECT: TPM Air Monitoring ATTENTION TO: Mariana Trindade
SAMPLED BY:MULTI SAMPLING SITE:DSO-3-4
Water Analysis
RPT Date: 2019-09-27 DUPLICATE REFERENCE MATERIAL METHOD BLANK SPIKE MATRIX SPIKE
Acc_ep_table Acc»ep_table Acc_ep_table
PARAMETER Batch Salrgp'e Dup#1 | Dup#2 | RPD MBﬁ:]nokd ’\(’j'e\?;tf Limits | Recovery| __HIMS | Recovery| __Limits

Lower | Upper Lower | Upper Lower | Upper
Metals on Filters
Aluminum** 0.40 0.34 NA <0.1 99% 80% 120% 99% 80% 120% 85% 80% 120%
Arsenic** 0.2 0.2 NA <0.1 100% 80% 120% 97% 80% 120% 92% 80% 120%
Boron** 0.09 0.09 NA <0.05 113% 80% 120% 111% 80% 120% 108% 80% 120%
Cadmium** 0.08 0.08 0.0% <0.01 107% 80% 120% 99% 80% 120% 98% 80% 120%
Copper** 0.09 0.09 0.0% <0.01 102% 80% 120% 109% 80% 120% 110% 80% 120%
Iron** 0.4 0.4 NA <0.1 107% 80% 120% 110% 80% 120% 107% 80% 120%
Lead** 0.8 0.8 NA <0.2 106% 80% 120% 101% 80% 120% 101% 80% 120%
Lithium** 3.02 3.05 1.0% <0.01 102% 80% 120% 110% 80% 120% 102% 80% 120%
Magnesium** 2.4 25 4.1% <0.2 103% 80% 120% 119% 80% 120% 119% 80% 120%
Manganese** 0.094 0.092 2.2% <0.005 107% 80% 120% 117% 80% 120% 115% 80% 120%
Molybdenum** 0.08 0.08 0.0% <0.01 108% 80% 120% 101% 80% 120% 100% 80% 120%
Selenium** 0.2 <0.2 NA <0.2 107% 80% 120% 120% 80% 120% 98% 80% 120%
Strontium** 0.04 0.04 NA <0.01 103% 80% 120% 108% 80% 120% 108% 80% 120%
Titanium** 0.41 0.41 0.0% <0.05 114% 80% 120% 103% 80% 120% 103% 80% 120%
Zinc** 0.20 0.20 0.0% <0.02 109% 80% 120% 101% 80% 120% 100% 80% 120%

Comments: If Matrix spike value is NA, the spiked analyte concentration was lower than that of the matrix contribution.
If the RPD value is NA, the results of the duplicates are under 5X the RDL and will not be calculated.

<Original signed by>
Certified By:

AGAT Laboratories’ procedure for signatures and signatories adheres strictly to the requirements of accreditation ISO 17025:2005 as required by CALA, SCC and MDDELCC where applicable. All
electronic signatures on AGAT certificates are password protected and all signatories meet their regional and scope of accreditation requirements and are approved by CALA, SCC and MDDELCC.
RPDs calculated using raw data. The RPD may not be reflective of duplicate values shown, due to rounding of final results.

QUALITY ASSURANCE REPORT (V1) Page 6 of 7

This version replaces and cancels all previous versions, if applicable. Reproduction of this document is prohibited, in whole or part, unless authorised in writing by the laboratory. The
results relate only to the samples analyzed. Results apply to samples as received.
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Work Order Number:

610168A

610169A

610170A

610171A

610172A

610173A

610174A

610175A

610176A

610177A

Filtre

Aug 16, 2019

Filtre

Aug 17, 2019

Filtre

Aug 18, 2019

Filtre

Aug 22, 2019

Filtre

Aug 23, 2019

Filtre

Aug 20, 2019

Filtre

Aug 28, 2019

Filtre

Sep 01, 2019

Filtre

Sep 02, 2019

Filtre

Sep 13, 2019

19M528362

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Dust weight on filter /dust concentration

Q47-7333 (AQ54)

Dust weight on filter /dust concentration

Q47-7348 (AQ55)

Dust weight on filter /dust concentration

Q47-7346 (AQ53)

Dust weight on filter /dust concentration

Q47-7331 (AQ56)

Dust weight on filter /dust concentration

Q47-7347 (AQ59)

Dust weight on filter /dust concentration

Q47-7337 (AQ52)

Dust weight on filter /dust concentration

Q47-7357 (AQ54)

Dust weight on filter /dust concentration

Q47-7352 (AQ52)

Dust weight on filter /dust concentration

Q47-7359 (AQ58)

Dust weight on filter /dust concentration

Q47-7361 (AQ52)



Work Order Number:

610178A

610185A

610186A

610187A

Filtre

Sep 15, 2019

Filtre

Sep 17, 2019

Filtre

Aug 18, 2019

Filtre

Sep 21, 2019

19M528362

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Filtre

Aucun

Dust weight on filter /dust concentration

Q47-7350 (AQ51)

Dust weight on filter /dust concentration

Q47-7358 (AQ53)

Dust weight on filter /dust concentration

Q47-7351 (AQ55)

Dust weight on filter /dust concentration

Q47-7364 (AQ54)
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1. DESCRIPTION OF INCIDENT

Timmins 4 Sedimentation Pond 3 (SP3) is located within the provi nce of Newfoundland and Labrador

andwas constr XFWHG WR FDSWXUH PLQH ZDWHUV IURP WKH 7LPPLQQV WISHWXDWX TIB0& TV
TSMC plans to increase the pond $§ capacity to allow for utilization in the Howse Water Management Plan.

Currently, TSMC has no plans to commence any part of the Howse Propert y Project, which was released

from further federal and provincial environmental assessment in Spring 2017.

1.2 Incident Overview

f BetweenMay 12 ™ and 17 ™, red water was observed pooling ( red circle ) against the berm of
SP3, for which TSMC has the mine operating permit from GNFL;

f Cause was uncontrolled runoff from T4 ditches ( green circles );

f  Water accumulation wore down the berm and a breach occurred. Water ent ered the pond, and
S0 no action was taken (i.e. not flowing into the natural e nvironment);

f Red water exited through the culvert ( blue circle ), as per design, and found its way to the
adjacent wetland;

f  Coinciding with this, TSMC received notice that a complaint was raised through the National
Environment Emergency Center (NEEC). TSMC subsequently responded to GNFL on facts on
the status of the incident and measures being taken to mitigate effects;

f Once possible (after snow melt): 6 sediment fences were installed, an expert was brought to

site to assess status of SP3 , and remaining water was redirected.

1.3 Detailed Timeline
May 12, 2019

On May 12 ™, 2019, during snowmelt , TSMC personnel observed the beginnings of a breach opening up
at the southeast (SE) corner of SP3, which caused runoff to enter and pool against and around SP3.
Given snow conditions, it was not possible to see the origin o f the water (see Figure 1).
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Figure 1 . Breach opening at the SE corner of SP3 allow ed runoff to enter and pool against and berm.
Within a few days, a complete breach of the SP3 berm occurred, allowing the pooled water to flow into
the pond.

Figure 2. Closeup of breach at the SP3 SE corner, with water flowing into SP3.

On May 16, 2019 , the water that had accumulated against the edge of SP3 was flowing into the pond
through the breach. Water that could not enter through the bre ach flowed through the adjacent wetland
and into Goodream Creek.

The pond appeared to be at (or beyond) maximum capacity. The water leve Iin the pond was very high
* not overtopping the walls, but with minimal retention t ime in the pond and a substantial flow rate
observed from the culvert (see Figure 4).
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Figure 3. At the culvert outlet, water had overtopped the sno w-filled outlet ditch, spreading into
the adjacent wetland rather than being channelled into Goodream Cre ek.
Runoff was flowing into the pond and flowing out of the culvert (as per design, see Figure 4) and
TSMC continued to monitor the situation daily. At this stage, snow cover continued to prevent
mitigation.

Figure 4. Water flowing from culvert into adjacent weltand.

On May 17,2019 , further loss of snow cover mad e it apparent that the ditch draining the area between

the T4 and T6 waste piles had also breached (see Figure 5 and Figure 6). W ater from T4 that should be
conveyed along the ditch and into SP3 had breached the berm and was joining the T6 runoff, contributing

to the breach and the buildup of runoff flowing into and around SP3 and overflowing into the adjacent

environment
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Figure 5. Aerial view of SP3 and associated infrastructure

Figure 6. Closeup of T4 ditch that breached.
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On May 29 ™, 2019, a site visit indicated that the situation is complete ly stable. A better understanding
of the situation is being developed. Current water levels i n SP3 are well below the culvert.
Figure 7. Appearance of water directly adjacent to SP3 (east side, into w etland), on May 29 1,

1.4 Adverse Environmental Effects

The red water that flowed in and around SP3 consisted entirely of large volumes of meltwater, as there
have been no mining activities at Timmins 4 since 2017. Red meltwat er runoff is a common annual
occurrence at the TSMC site. As such, Goodream Creek experienced a sign ificant inflow of meltwater

with high TSS and preliminary Daphnia Toxicity reported.

The flow evidently travelled along Goodream Creek and all the way through to Triangle Lake, as the
entire water course displayed visible levels of red water. Prelimin ary analysis of samples taken from
Goodream Creek during the red water event indicated detectable | evels of Daphnia toxicity.
Unfortunately, due to external complications with our laboratory services provider (see Appendix A)

final results from the investigation are still pending.
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2. MITIGATION MEASURES

On May 12th, when TSMC initially became aware of the problem, on-site personnel confirmed that snow
cover prevented TSMC from taking any mitigative action (e.g. sedi ment fences and/or earthworks), and
that the runoff was mostly entering the pond, and not circulati ng into the natural environment. By May
17th, TSMC initiated the process of requesting that an engin eering firm come to site to assess conditions
at SP3.

The focus of the mitigation measures was to prevent sediment from fl owing into Goodream Creek. As
such, a total of six silt fences were installed over a period of several days in the stream leading into

Goodream Creek.

3. VIEWS FROM INDIGENOUS GROUPS AN D RELEVANT AUTHORITIES

On May 21st, 2019, TSMC was notified that a NEEC incident report, which was not accurate, was
submitted, and this was followed up by an updated NEEC report on May 27 ™. Both NEEC incident reports
were filed by local communities. Although TSMC did not immed iately initiate discussions with
communities due to the sensitive nature of the events involv ing the media, TSMC understands the high-

importance that communities give to red water events at its site.

On May 30 ™, 2019, TSMC updated the Government of Newfoundland and Labrador on the incident via
a phone conference.

Environment Canada visited the site for 6 days in May 2019 and expressed concerns over berm stability
An engineering expert visited the site in early-June and con firm ed her findings that SP3 berms are stable
(see Appendix B).

On June 6th, a press conference was held in Sept-lles by VP Stake holder Relations, Manager
Environment and Manager Community to share factual details with media

4. RESIDUAL ADVERSE ENVIRONMENTAL EFFECTS

By May 29, 2019, the situation at the SP3 site was entirely stable (see cover photo of this report). This
is indicative that the issues are limited to Spring thaw events.

4.2 Mitigation of Residual Adverse Environmental Effects

On June 5 ", a TSMC technician modified the drainage at the SE corner of S P3 by digging out sediment
to allow more of the water pooling near the pond to flow i nto the breach, thereby diverting it away from
Goodream Creek. After less than half an hour, the water level in the pool had already gone down
significantly.

Channels were dug wider and deeper in two areas to direct as much wat er as possible into the pond:
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Figure 8. Inlet into breach, showing minimal water flow into SP3.
The two pictures below show the flow into the pond before and after. The intervention clearly improved
the flow of water into SP3, thereby reducing the amount that flowed into the natural environment.

Figure 9. Low flow into breach prior to TSMC intervention.



Figure 10. Stronger flow into breach following intervention.

This action appeared to be very successful as water flowed more rapidly i
of the pooled water was visibly lower.

Figure 11. Picture showing how water level decreased quickly once TSMC re-di

TATA Steel Minerals Canada
SP3 Incident Report 2019

nto SP3, and the water level

rected water into SP3.
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5. FUTURE ACTIONS

TSMC will implement several measures to avoid a subsequent occurrence of wat er flowing uncontrollably
into the natural environment at SP3. The way forward was formulated based on field observations,
knowledge of the site, and support from a professional enginee ring firm.

The sketch below describes the actions that TSMC will implement during summer 2019 to correct the
issues with the SP3. First, the link from which the largest volume o f water flows into the SP3 system
will be blocked (large blue triangle and red X in Figure 12). This will be achieved by closing the culvert
underneath the existing road and redirecting water into a new di tch that will empty into an old pit (T6

pit).

Next, the ditche s that are part of the SP3 system will be upgraded and their berms resto red.
Furthermore, TSMC will ensure that the ditches will be cleared of snow in the Spring of 2020. Two check
dams will be built: one to mitigate any environmental effect sh ould water pool at the same location (SE
corner of SP3) in the future =which is not expected. A second check dam will be built at t he SP3 outlet,
and the berm between the ditch and the wetland at this locati on will be reinforced.

Figure 12. Sketch of 2019 plan for SP3

11
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6. APPENDICES

Appendix A: Letter from Agat Laboratory

Appendix B : Technical note on berm stability
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1135, boulevard Lebourgneuf
Québec (Québec)
G2K OM5 Canada

T+1418623-2254
WWW.wsp.com

Québec, le 12 juir019

Mme Mariana Trindade, Ph. D.

Gestionnaire des questions environnementales

Tata Steel Minerals Canada Ltd.
1000 rue Sherbrooke Ouestite 1120
Montréal (Québec) H3A3G4

Madame,

Le 5juin 2019, pour mettre a profit leur présesigeun site situé a proximité, a la suite de votre
demande, M. David Collins-Fekete et Mme Louise @Qhdp WSP Canada Inc. (WSP) ont fait
une visite du bassin de sédimentati®8 gui recueille les eaux de surface de la haktérles
Timmins 4, sur le site de la miniére Tata Steeldviahs Canada (TSMC), située au nord de
Schefferville, au Québec

,O D pWp SRVVLEOH GT\ RE VY BXH HHY WQGX EEUI\\KIHQG BB ¥ ROD O
par TSMC, leniveaulGTHDX j OfH[WpULHXU GX BDMW\pLRQHIDXU DE& M/ MOV K
EDVVLQ 'TDLOOHXU Vorecl se Beraittd galedei\produifetians le mé&rteuset

des travaux correctifsontalorségbOLVpY SRXU UHPHWWUH HQ VHUYLFF

%LHQ TXH QRWUH YLVLWH QRH FRxQWDALIOWXYH SV OXIQREK QY IFH
TXH :63 QD SDV HX DFFqV | d&ldabaSsh@Qi @ ges dorbdds WuF 1K gqudliiétes
eaux a gérer, voici quelgues observations faitessde notre visite des lieux :

3
3

desVLIQHV GIpURVLRQ GHV WDW »W@ KR B\DHELYPXH GX EDV\
a O TH[F H Sardane @@ i@ddhe, aucun signe de fissuration dafdemation significative

QD pWp REVHUYp VXU ODXHUrWH HW OHV WDOXV GH OD
enFLUFXODQW j SLHG HQ FUr@h BHY 8 DQG LAKHHQT R Q FFHHR D@\
OTRUGUH G 1 XéreSde 20FHH QH R QUFgdeldde3 ouceld que le personnel de

TSMC aurait noté le 2 juin 2019, ala suite deolaté printaniére. Ainsi, bien que les

matériaux constituant la digue du bassin seniligésentement se drainer, ceux-ci semblent
encore saturés dans certains secteurs;

absenceGTXQ GpYHUVRLU GYXUJHQFH

OfH[XWRLUH SRQFHDX GX EDVVLQ QTpWDLW SDV REVW
Aa0OYH[FHSWLRQ GH OD JRQH GMDHEU @R éitdpddDEMIHQIU\bESIQ H G ¢
QMD pWp REVHUYp

1RWRQV T KYd dedndides est presque terminéed O R Q O pasSee bcklis®y F H
site, de maniére générale, la crue découlant fitmta des neiges génere annuellement le débit

WSP Canada Inc.



maximum de ruissellement de surface. Les débitsasosi significativement plus importants que
le débit causé par les précipitations le restel OTDQQpH

Pour cette raison, et dans la mesure ou les egéseapar ce bassin ne représentent pas de danger
environnemental (a valider par TSMC), plutét queoicéder & des travaux en urgence dans les
prochains jours, il serait judicieux de prendredeul nécessaire pour bien cerner laoules
problématiques en cause, de procéder ades imagstigau site & GHYVY WUDYDX[ GYLQJj
la réalisation de travaux correctiS8QH YLVLWH GILQVSHFWLRQ GPWDNO®
effectuée par un membre en régle du « Profesdimuheers and GeoscientistdNewfoundland

& Labrador (PEGNL) ».

Enfin, soulignons que le 5 juin 2019, M. Rudy Tuglde TSMC, a demandé & WSP de soumettre
une offre de service pour étudier les possibitiggestion des eaux de surface provenant du
secteur de Timmins 6, ce qui latle bassin ©3. La portée de ce mandat devra étre discutée entr
les différents intervenants.

Nous demeurons disponibles pour répondre a vodiqune®t pour poursuivre notre collaboration
dans vos projets.

(Q O DWW Huestibids @utomRéhtaires, nous espérons le totrteaentiere satisfaction et
YRXV SULR Q\Wd&ED OYMHSUBVVLRQ GH QRV VHQWLPHQWYV OF

<Original signed by>

Christian Houle, ing.

OlQ rr 126889

Chargé de projets

Environnement*p RWHFKQLTXH HW *HVWLF

CH/es
c.c. Mme Louise Chaput., ing. (OIQ), WSP

M. David Collins-Fekete, ing. (OIQ) WSP
M. Stéphane Cbté, ing. M.Sc. (OIQ & PEGNL)
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